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(54) Cable television payment and load system using smart card 



(57) An architecture and system loads and uses a 
smart card for payment of goods and/or services pur- 
chased on-line over the Internet or directly from a cable 
provider. A set-top box module on a set-top box controls 
the interaction with a consumer and interfaces to a card 
reader which accepts a smart card. Debiting works in 
conjunction with a merchant server and a merchant pay- 
ment server. In addition, debiting works in conjunction 



with a cable head end server and a cable head end pay- 
ment server. Loading works in conjunction with a bank 
server and a load server. Alternatively, loading functions 
in conjunction with a load server when value is loaded 
from a pre-funded account. To load value, the cable 
head end server requests a load from a user account at 
the bank server or a pre-funded account at the load serv- 
er. 
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Description 

FIELD OF THE INVENTION 

[0001] The present invention relates generally to a 
payment and value loading system using a computer 
network. More specifically, the present invention relates 
to a payment and value loading system for a smart card 
using an open network such as the Internet and a set- 
top box. 

BACKGROUND OF THE INVENTION 

[0002] With the explosive growth in open networks 
(such as the Internet) over the past several years and 
the rapid increase in the number of consumers with ac- 
cess to the World Wide Web, there has been a great 
deal of interest in the development of electronic com- 
merce on the Internet Traditional financial transactions 
are being transformed. 

[0003] A technique for performing financial transac- 
tions uses a smart card. A smart card is typically a credit 
card-sized plastic card that includes a semiconductor 
chip for holding the digital equivalent of cash directly, 
instead of pointing to an account or providing credits. A 
smart card may include a variety of hardware and soft- 
ware such as a microprocessor, random access mem- 
ory (RAM), read-only memory (ROM), nonvolatile mem- 
ory, an encryption module, and a card reader interface 
that includes the software and hardware necessary for 
communication with the outside world. However, a 
smart card may be implemented in many ways, and 
need not necessarily include a microprocessor or other 
features. The smart card may be programmed with var- 
ious types of functionality, such as a stored-value appli- 
cation; credit/debit; loyalty programs, etc. In addition, 
the card may store a variety of information which might . 
include a card identification number, a personal identi- 
fication number, authorization levels, cash balances, 
credit limits, etc. 

[0004] FIG. 1 illustrates an environment 1 00 useful for 
issuing a smart card (i.e., a smart card including a 
stored-value application) and reconciling transactions 
performed with such a card . One possible use of a smart 
card by a consumer is through the use of a customer 
operated service payment terminal 50. A customer typ- 
ically uses such a service payment terminal 50 in a face- 
to-face environment in order to purchase goods in a 
store or directly from the terminal itself. A service pay- 
ment terminal 50 can be an attended device or it can be 
integrated into a self-service device such as a vending 
machine or public telephone. For example, the service 
payment terminal 50 may be incorporated into a soda 
machine in order to dispense sodas to a customer in 
which the customer pays by inserting the smart card. 
Or, the service payment terminal 50 may be a point-of- 
sale terminal such as is found at a check-out counter 
where a customer inserts his smart card in order to pur- 



chase goods. The user may therefore be provided with 
a good and/or service once an appropriate value has 
been deducted from the smart card. 
[0005] Such a service payment terminal 50 allows a 

s customer to use a smart card for the payment of goods 
and/or services, generates a payment result from a 
transaction, and bundles individual payment results into 
a collection for transfer to a clearing and administration 
system, which then transfers funds that had been deb- 

10 ited from a customer's smart card to the merchant 
whose goods and/or services had been purchased from 
the terminal. 

[0006] As shown in FIG. 1, a terminal supplier 102 
builds the equipment used by a service provider 104 to 

15 provide goods and/or services to customers having a 
smart card at a service payment terminal 50. Card Sup- 
plier 106 contracts with an integrated circuit manufac- 
turer and a card manufacturer for integrated circuits and 
plastic card bodies, then embeds the integrated circuits 

20 into the cards and initializes them with a serial number. 
It then delivers the cards to card issuer 1 08. in conjunc- 
tion with clearing and administration system 110 (such 
as a system provided by Visa International of Foster 
City, CA), card issuer 1 08 personalizes new cards and 

25 then transfers these cards to individuals (cardholders 
112). The cardholder may then charge the card with val- 
ue prior to use. Alternatively, the card may come with 
value already loaded. The cardholder 112 may then use 
the card at a service payment terminal 50 to purchase 

30 goods and/or services from service provider 104. Ter- 
minal 50 then debits the value from the card, thus cre- 
ating a service payment. 

[0007] A concentration point Is a staging computer 
that communicates with any number of service payment 

35 terminals to collect batches of transactions. The con- 
centration point then sends these transaction batches 
to a clearing and administration system for processing. 
Once processed, batch acknowledgments, along with 
other system updates are sent to the terminals via the 

40 concentration point. The concentration point ensures a 
successful transfer of data between service payment 
terminals and the clearing and administration system, 
and prevents overloading of the clearing and adminis- 
tration system. The service provider contracts with a 

45 concentration point for collection of the service pay- 
ments. The concentration point may also be an existing 
central facility such as a telephone company that col- 
lects its own payments from card telephones. 
[0008] Periodically, all transactions are sent in a data 

so fjie from terminal 50 via a concentration point and an 
acquirer 114 to clearing and batch administration sys- 
tem 1 1 0 along with accumulated service payment batch- 
es from other terminals. Based upon this collection data, 
clearing and administration system 110 then receives 

55 money from card issuer 1 08 which had originally come 
from cardholder 112. Clearing and administration sys- 
tem 1 1 0 then transfers a lump sum to acquirer 1 1 4 using 
a suitable settlement service (such as one provided by 
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Visa International) to pay the various service providers 
having a relationship with acquirer 114. Based upon the 
previous collection data, acquirer 114 then transfers an 
appropriate amount of money to each service provider 
1 04 reflect] n g the value of the goods and/o r services that 
that service provider had provided that day to cardhold- 
ers based upon deductions from their smart cards. 
[0009] Thus as described above, a variety of goods 
or services may be purchased using a smart card from 
a merchant having a terminal 50, or over the Internet 
using a technique such as described in U.S. patent ap- 
plication No. 08/951 ,614 referenced above. 
[0010] However, in order to purchase using a stored 
value portion of a smart card, the card must be loaded 
with value first. Value can be loaded onto a smart card 
in a variety of ways. Currently, it is inconvenient for a 
user to load value onto his or her smart card. A user 
must physically travel to a bank or other institution that 
has an automated teller machine (ATM) or other similar 
device in order to load value on to his or her smart card. 
The user can insert money into the machine and have 
a corresponding value put onto the smart card, the user 
can use a debit card to deduct value from the user's ac- 
count at the bank for transfer to the card, or a credit card 
can be used as the source of funds to be transferred to 
the smart card. In either case, the user must travel to 
the bank to load value. Further creating difficulty is that 
not all banks or other financial institutions have such a 
machine for loading value onto a user's smart card. One 
technique for loading value onto a smart card is de- 
scribed in U.S. patent application No. 09/070,488 refer- 
enced above. 

[001 1 ] A user encounters similar inconveniences dur- 
ing purchase transactions using a smart card. One ex- 
ample is that of purchase transactions related to goods 
and/or services made available by a cable provider 
through a television receiver or set-top box. For in- 
stance, when a user wishes to view a pay-per-view mov- 
ie, the user must typically call a telephone number to 
provide his or her credit card number. Similarly, when a 
user wishes to make a purchase (e.g., via the cable pro- 
vider's shopping channel), the user must typically call a 
telephone number to provide the necessary information 
(e.g., card number) to complete the purchase transac- 
tion. In either of these examples, the user must use his 
or her telephone to complete the transaction, preventing 
the user from using his or her telephone for other pur- 
poses during this time period. Thus, the process of com- 
pleting a purchase transaction using a smart card is time 
consuming as well as inconvenient. In addition, because 
the user is billed later for any programming, goods and/ 
or services from a cable provider, the eventual bill can 
be extremely high and may be a shock to the user. 
[0012] Even those purchase transactions processed 
over the Internet can be frustrating to even the most sav- 
vy computer user. For instance, each purchase trans- 
action typically requires the entry of a variety of identi- 
fying and billing information. At a minimum, such trans- 



actions typically require the entry of a card number, 
name and billing address. As a result, even transactions 
performed over the Internet can be painfully time con- 
suming and tedious. 

5 [0013] Accordingly, it would be desirable to have a 
technique to allow a user to conveniently and easily load 
value onto a smart card. Moreover, it would be beneficial 
if a technique were provided to allow a user to conven- 
iently and easily complete a purchase transaction using 

10 a smart card. In particular, loading value and purchasing 
using a smart card in conjunction with a set-top box 
would be desirable. 

SUMMARY OF THE INVENTION 

15 

[001 4] In view of the above difficulties a consumer en- 
counters when loading value onto a smart card and 
completing a purchase transaction using a smart card, 
the present invention utilizes a set-top box that controls 

20 the interaction with a consumer and interfaces to a card 
reader which accepts the consumer's smart card and 
allows loading and debiting of thecard. Forthe purposes 
of this description, a smart card with a stored-value ap- 
plication used in embodiments of the invention will be 

25 referred to simply as a "smart card." 

[0015] As described above, a consumer may wish to 
load value onto a smart card at his or her convenience 
from home. In addition, a consumer may wish to pur- 
chase goods and/or services on-line over the Internet 

30 without requiring tedious keyboard entries. Similarly, a 
consumer may wish to purchase goods and/or services 
directly from a cable provider without the inconvenience 
and time-consuming question-and-answer session typ- 
ically performed over the telephone. To ach ieve the f ore- 

35 going, and in accordance with the purpose of the 
present invention, an architecture and system is dis- 
closed that enables a smart card to be loaded with value 
on-line over an open network such as the Internet in con- 
junction with a set-top box. In addition, purchases made 

40 over the Internet or directly from a cable provider are 
similarly made in conjunction with a set-top box. 
[0016] In an embodiment of the present invention, a 
loading technique allows the consumer to conveniently 
load value on to his or her smart card from a set-top box 

45 via an open network such as the Internet. Through the 
use of a set-top box, a consumer may connect to his 
bank or other financial institution. Using appropriate 
message integrity, value is transferred from the bank to 
the consumer's smart card. At the same time, the cor- 

so responding value is transferred from the bank to the 
smart card issuer through existing networks for later set- 
tlement with a merchant from whom the consumer pur- 
chases goods or services. Advantageously, this embod- 
iment makes use of an existing clearing and administra- 

S5 tion system for eventual settlement of the transaction 
between the merchant and the card issuer. Also, the 
transaction is fully auditable and a log of previous trans- 
actions is stored on the card for later display. Thus, a 
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consumer may conveniently load value on to his or her 
card while a high level of security is maintained and the 
card issuer can take advantage of unspent funds on the 
card. 

[001 7] From the consumer's perspective, the present 
invention operates in a fashion similar to loading a smart 
card at an ATM machine, except that the consumer need 
not insert cash or an additional debit or credit card, nor 
need travel to a bank. The loading functionality is dis- 
tributed across the Internet between the card reading 
device located where the customer is, a bank server 
holding the consumer's account, and a load server with 
a host security module that provides security. All of 
these entities maybe physically remote from one anoth- 
er with router functionality being provided by the Inter- 
net. 

[001 8] From the consumer's perspective, the present 
invention is easy to use. A consumer need not establish 
a new relationship with a bank or other Internet service 
company, nor create a special Internet deposit account 
in order to load value onto a smart card over the Internet 
A consumer simply makes use of his or her bank ac- 
count and currently available smart cards in order to 
load value using any conveniently available computing 
device with a card reader and internet access. 
[0019] In addition, once value has been loaded onto 
the smart card, a consumer may complete a purchase 
from a merchant via the Internet or, alternatively, directly 
from a cable provider. It is important to note that an ex- 
isting clearing and administration system may be used 
to reconcile the transaction and to pay the appropriate 
parties once the value has been spent. Advantageously, 
a new system and methodology for reconciling transac- 
tions need not be developed or implemented. The pre- 
existing clearing and administration system is used 
which greatly simplifies implementation of the present 
invention. A participating bank or holder of a pre-funded 
account need not implement or become familiar with 
new procedures for reconciliation of transactions. 
[0020] Furthermore, a bank or holder of a pre-funded 
account need only make a minimal investment in time 
and money to take advantage of the present invention 
in order to allow Its customers to load value from their 
existing accounts (e.g., via the Internet). The bank need 
not engage in the development of complex custom soft- 
ware or accounting procedures. By incorporating soft- 
ware libraries, a bank is ready to begin loading value 
onto its customer's cards from its web site. Preferably, 
libraries are provided that interface with an existing serv- 
er at a bank to facilitate the building of an HTML page. 
Because a smart card with a stored-value application is 
used, the bank server, load server and cable head end 
server perform the details of the transaction and the 
bank itself is relieved from having to control and keep 
track of a transaction. Also, the load server and smart 
card manage and provide security for the transaction. I. 
e., the bank need not be concerned about security nor 
be responsible for authenticating a smart card nor for 



determining a balance on the card. Of course, a load 
server could coexist alongside the bank server or could 
even be the same computer. That is, a bank could im- 
plement load server functionality at its own site if it so 

5 desired. In a preferred embodiment, the load server and 
its security module is provided by a separate financial 
institution or by a third-party processor. 
[0021 ] The present invention also provides benefits to 
issuers and acquirers. Expansion of the functionality for 

10 a smart card increases revenue opportunities from card- 
holders and merchants. In addition, in one specific em- 
bodiment of the invention, funds that are loaded onto a 
card are transferred from the loading bank to the card 
issuer so that the issuer may take advantage of the 

15 funds on the card until they are spent. 

[0022] The present invention is suitable for use with 
any type of smart card that is able to store an amount 
and to load a value upon a command. In one embodi- 
ment of the invention, a smart card implemented as a 

20 processor card works well. Use of a processor card has 
advantages where information processing is done on 
the card rather than in the terminal or host computer. 
Processor cards allow encryption to be done by the 
card, allow generation of signatures, and can accom- 

25 modate multiple passwords or personal identification 
(such as biometrics that uniquely identify the holder of 
the card). Processor cards also provide increased data 
security, an anti-fraud capability, flexibility in applica- 
tions, a mufti-purpose capability, and off-line validation. 

30 Because high telecommunication costs and/or low reli- 
ability of a network may make on-line authorization im- 
practical, a smart card with the capability for performing 
off-line processing and authentication by itself is ex- 
tremely valuable. 

35 [0023] In accordance with another aspect of the in- 
vention, a consumer may purchase goods and/or serv- 
ices on-line over the Internet or directly from a cable pro- 
vider. This is accomplished via a set-top box. A consum- 
er uses his or her smart card at a cable head end server 

40 via the set-top box in order to purchase goods and/or 
services from a remote merchant server over the Inter- 
net. Alternatively, the consumer may purchase goods 
and/or services directly from a cable provider via the ca- 
ble head end server which acts as a merchant server to 

45 enable the consumer to make a purchase from the cable 
provider. The cable head end server sends a draw re- 
quest to the appropriate payment server. The payment 
server processes, confirms and replies to the merchant 
server (optionally by way of the cable head end server). 

so 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0024] The invention, together with further advantag- 
es thereof, may best be understood by reference to the 
55 following description taken in conjunction with the ac- 
companying drawings in which: 

FIG. 1 is a prior art diagram of an example of a clear- 
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ing and administration system useful for reconciling 
financial transactions received from a service pay- 
ment terminal. 

FIG. 2 illustrates an architecture and system for 5 
payment over the Internet via a set-top box using a 
smart card. 



ance with a second payment embodiment of the 
present invention. 

FIGS. 1 7A-1 7D are a flowchart describing the load- 
ing of value onto a consumer's smart card in accord- 
ance with a second load embodiment of the present 
invention. 



FIG. 3 illustrates an architecture and system for 
loading value onto a smart card via a set-top box. 10 

FIG. 4 illustrates a first payment embodiment of the 
present invention. 



FIG. 18 is a block diagram of a typical computer sys- 
tem suitable for use in embodiments of the present 
invention. 

DETAILED DESCRIPTION OF THE INVENTION 



FIG. 5 illustrates an alternative embodiment of the 
present invention in which the security card releas- 
es earlier 

FIG. 6 illustrates yet another alternative embodi- 
ment of the present invention having fewer round 
trip messages between the cable head end server 
and payment server. 

FIG. 7 illustrates still another alternative embodi- 
ment of the present invention in which the merchant 
server compares smart card signatures. 

FIG. 8 illustrates an added encryption layer useful 
for embodiments of the present invention. 

FIG. 9 is a flowchart describing a user's perspective 
of a smart card purchase transaction in accordance 
with a first payment embodiment of the present in- 
vention. 

FIGS. 10A-10D are a flowchart describing the 
processing of a user purchase using the first pay- 
ment embodiment of the present invention. 

FIG. 11 is a flowchart describing the alternative em- 
bodiment of FIG. 6. 

FIG. 1 2 is a flowchart describing the alternative em- 
bodiment of FIG. 7. 

FIG. 13 is a flowchart describing the alternative em- 
bodiment of FIG. 8. 

FIGS. 14A and 14B are a flowchart describing the 
added security layer of FIG. 9. 

FIGS. 1 5A-1 5D are a flowchart describing the load- 
ing of value onto a consumer's smart card in accord- 
ance with a first load embodiment of the present in- 
vention. 

FIG. 16 is a flowchart describing a user's perspec- 
tive of a smart card purchase transaction in accord- 



's GENERAL PAYMENT AND LOAD ARCHrTECTURE 

[0025] The present invention separates the function- 
ality involved in a transaction using a smart card in order 
to take advantage of the routing capabilities of the Inter- 
ne net as well as the capabilities and convenience of a set- 
top box. FIG. 2 illustrates symbolically an architecture 
200 for a payment system involving a smart card A sys- 
tem for loading value onto a smart card is shown in FIG. 
3 and may have similar functionality as described below. 
25 Shown is an internet 202, a set-top box 207, a cable 
head end server 204, a cable head end payment server 
229, a merchant payment server 206 and a merchant 
server 208. Local cardholder functions including a con- 
sumer card interface, display and accept/cancel options 
30 are performed at set-top box 207. 

[0026] A user may wish to purchase goods and/or 
services from a merchant via the internet or, alternative- 
ly, directly from a cable provider. According to a first em- 
bodiment enabling purchase transactions to be proc- 
35 essed via the internet, payment functions including se- 
curity card control, data store and use of a concentration 
point are performed by merchant payment server 206. 
In addition, the presentation and eventual delivery of 
goods and/or services by a merchant are performed un- 
40 der control of merchant server 208. The internet 202 
performs routing functions between various entities as 
shown. It should be appreciated that internet 202 may 
take the form of the Internet currently in use, or may also 
be any other open network implemented using any com- 
45 bination of computer, telephone, microwave, satellite, 
and/or cable networks. 

[0027] Basically, set-top box 207 controls the interac- 
tion with a user and interfaces to the cable head end 
server 204, which enables purchase transactions to be 

so processed by either cable head end payment server 229 
for purchases made directly from a cable provider or a 
merchant payment server 206 for purchases made via 
the Internet. The set-top box 207 includes a card reader 
21 0, a set-top box code module 209, and a card reader 

55 module 226. Reader module 226 may be implemented 
using any suitable software and libraries for communi- 
cating with card reader 210 and its actual implementa- 
tion will depend upon the type of card reader used. Set- 
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top box code module 209 Is responsible for controlling 
the set-top box as well as controlling displays to the user 
and for the interaction between the card and the card 
reader. The module also builds the draw request mes- 
sage after receiving all of the start-up information from 
the card and the amount of the purchase from the mer- 
chant server. 

[0028] The card reader 210 accepts a smart card 5 
having a stored-value application. Card reader 210 is 
any suitable interface device that functions to transfer 
information and commands between cable head end 
server 204 and smart card 5. By way of example, card 
reader 210 may be a card reader manufactured by 
Rscher-Farr International of Naples, Florida, by 
Hewlett-Packard of Palo Alto, California, by Schlum- 
berger, by Gem Plus, etc. Card reader 21 0 may take any 
variety of forms such as a stand alone unit, integrated 
with the cable head end server, attached to the keyboard 
of the cable head end server, or even built in to a floppy 
disk-sized unit capable of being read from a disk drive 
of the cable head end server, etc. 
[0029] According to the first embodiment, merchant 
payment server 206 communicates directly with a ter- 
minal or through a concentrator 212 that handles any 
number of terminals 214-216 each having a security 
card 21 8 and 220 respectively. Merchant payment serv- 
er 206 also communicates with concentration point 68 
for transmission of transaction data to a clearing and ad- 
ministration system. Database 223 stores all suitable in- 
formation passing through merchant payment server 
206 for each transaction. Use of such a database allows 
any number of merchants (or merchant servers) to use 
merchant payment server 206 for transactions. Mer- 
chant payment server 206 controls payment functions 
such as handling the attached terminals, managing data 
base 223 and collection functions. Merchant server 208 
is a site that has contracted with an acquirer to accept 
smart card transactions as payments for goods and/or 
services purchased over the Internet. 
[0030] Smart card 5 may take a variety of forms and 
is useful in many situations where it is desirable to store 
monetary value on a card that a consumer may use. In 
general, a smart card is any card or similar device that 
is able to store a value that is decremented when the 
card is used. The card may be purchased complete with 
a smart or value may be later added to the card by a 
user. Such cards may also have their value replenished. 
Of course, a smart card need not be in the form of the 
traditional credit card, but could appear in any form and 
of any material that is able to store value and be manip- 
ulated by a user for a payment transaction. By way of 
example, other forms that a smart card may take are 
any electronic representations. Further, the functionality 
of smart card 5 may be implemented in software on ca- 
ble head end server 204, that is, card 5 may be a "virtual" 
card. 

[0031] A smart card may also perform a variety of 
functions in addition to simply storing value. A card may 



be dedicated to the storing value or may contain mem- 
ory and programs for other applications as well. By way 
of example, an "electronic wallet" refers to a processor 
card that can execute a variety of financial transactions 

5 and identification functions. Such a card may serve deb- 
it, credit, prepayment, and other functions. A smart card 
typically includes information such as a bank identifier 
number, a sequence number, a purchase key, a load 
key, an update key, an expiration date, a transaction 

10 counter, a session key, etc., in addition to a running bal- 
ance. 

[0032] A smart card may also be termed a prepay- 
ment card, a cash card, or a decrement-in-value card. 
A smart card may also be implemented by using a van- 
's ety of card technologies. By way of example, a smart 
card is typically implemented as a card containing one 
or more integrated circuits. One example of an integrat- 
ed circuit card is a memory card that has a semiconduc- 
tor device for storing information but lacks calculating 

20 capability. Another example of an integrated circuit card 
is a processor card that has not only memory but also 
a microcontroller to enable the card to make decision. 
A processor card may also be termed a microprocessor 
card or a "smart card". 

25 [0033] A processor card may include an encryption 
module in order to provide a variety of security precau- 
tions. By way of example, security precautions may in- 
clude simple PIN numbers, biometrics, simple algo- 
rithms, or sophisticated algorithms such as the Data En- 

30 cryption Standard (DBS) or Rivest, Shamir, Adelman 
(RSA) encryption. The card is thus able to use these 
precautions to verify users, card readers, etc., to vali- 
date security cards and/or to provide a unique signature. 
Preferably card 5 includes any number of keys known 

35 to the card issuer that are used during the course of a 
payment or load transaction to generate signatures for 
validation of the smart card, validation of the security 
card or module, and validation of the system itself. 
[0034] According to a second embodiment, purchas- 

40 es may be made directly from a cable provider using 
both a cable head end server 204 and cable head end 
payment server 229. Cable head end server 204 may 
be any suitable computer for communicating over a net- 
work to a set-top box, a payment server or a merchant 

45 server. By way of example, cable head end server 204 
may be a mainframe computer, a workstation, or a per- 
sonal computer Furthermore, cable head end server 
204 may also be embodied in any portable device such 
as a laptop computer, a cellular telephone, or any variety 

so of a personal digital assistant (PDA) such as those made 
by Apple Computer, Inc. or by U.S. Robotics. 
[0035] Cable head end server 204 includes cable 
head end code module 224. Cable head end module 
224 controls communication between the cable head 

55 end server, the set-top box and card reader, the pay- 
ment servers (cable head end payment server 229 and 
merchant payment server 206) and the merchant serv- 
er. Cable head end module 224 maybe implemented us- 
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ing any suitable code. In one embodiment of the inven- 
tion, cable head end module 224 is implemented using 
a combination of "C" code and a Java applet. The applet 
is also supplemented with parameters from an HINT 
page sent from the merchant server. It is contemplated 
that Java code works well for implementing the modules 
on the cable head end, payment and merchant servers 
because it is platform independent, and could even re- 
place the "C" and "C++" code used. The cable head end 
module 224 is able to communicate with ail components 
on the Internet,' either directly or indirectly. 
[0036] The cable head end server 204 is the main 
channel providing content to the associated set-top box- 
es. As a central cable facility, it effectively controls at 
least a portion of the information received by each set- 
top box to which it connects. Thus, the cable head end 
server 204 handles messages to and from one or more 
set-top boxes to which it is connected. The cable head 
end server therefore performs formatting and routing 
functions to ensure that the protocol implemented by the 
cable provider is complied with and the messages are 
received by the appropriate parties. For instance, since 
the cable operator may contract with an Internet Service 
Provider (ESP) to provide it with an Internet connection, 
the cable head end server 204 may provide translation 
between the proprietary protocol that the cable compa- 
ny implements and the Internet Protocol. It is also im- 
portant to note that the cable head end server 204 en- 
ables interaction between each set-top box and the ap- 
propriate payment server, as will be described below. 
For instance, the payment server may vary depending 
upon whether the transaction is performed via the Inter- 
net or directly through a server associated with the cable 
provider. 

[0037] In addition, the cable head end server 204 may 
also include a merchant code module 227, which may 
be implemented similarly to a merchant code module 
232 of a merchant server 208, which will be described 
in detail below. More particularly, certain transactions 
may be performed over the internet 202 via an appro- 
priate merchant server 208. For instance, airline tickets, 
clothing, and other goods may be purchased over the 
internet 202. However, some goods and/or services 
may be offered only by the cable provider. As one ex- 
ample, pay-per-view movies are often made available 
to television viewers by the cable provider. As another 
example, a shopping channel is typically offered by the 
cable provider, which enables the television viewer to 
purchase goods via the cable head end server 204. Mer- 
chant code module 227 may therefore process these 
transactions and may be implemented using any suita- 
ble code. By way of example, merchant code module 
227 may be implemented using a combination of Perl, 
HTML, and Java code. 

[0038] Payments made in association with transac- 
tions processed by the cable head end server 204 may 
be processed via a dedicated server More particularly, 
cable head end payment server 229 includes cable 



head end payment code module 231 . The cable head 
end payment server 229 processes payment transac- 
tions made through the cable head end server 204. As 
described above, these transactions include, but are not 

5 limited to, pay-per-view movie transactions and trans- 
actions via the cable provider's shopping channel. In ad- 
dition, cable head end payment server 229 may be de- 
signed to facilitate the communication between the us- 
er's smart card and a terminaPs security card (not shown 

10 to simplify illustration). The communication between the 
user's smart card and a terminal's security card will be ' 
described in further detail below with reference to mer- 
chant payment server 206. If a part of a transaction fails 
to complete, the cable head end payment server 229 

is may notify the participating system components. 

[0039] Traditionally, a cable provider must maintain its 
own billing system. This requires the employment of bill- 
ing employees as well as employees to perform other 
related functions such as customer service. As will be 

20 further described with reference to the following figures, 
through the processing of information obtained from a 
smart card 5 at a set-top box, the cable provider may 
transfer the burden of billing onto third parties such as 
credit card companies. In this manner, money owed to 

25 the cable provider may be effectively collected immedi- 
ately from the credit card companies rather than at the 
end of a billing cycle. 

[0040] Merchant payment server 206 includes mer- 
chant payment code module 228 and terminal interface 

30 230. As with cable head end server 204, merchant pay- 
ment server 206 may be implemented using any suita- 
ble computer. By way of example, a personal computer 
works well. There may be one payment server for each 
merchant server or a single payment server may service 

35 any number of merchant servers. Alternatively, there 
may be multiple payment servers for a single merchant. 
In addition, merchant payment server 206 need not be 
remote from merchant server 208 but may be located at 
the same site and have a different Internet address, or 

40 the payment server and the merchant server may even 
be implemented on the same computer. Merchant pay- 
ment server 206 is designed to facilitate the communi- 
cation between the user's smart card and a terminal's 
security card. If a part of a transaction fails to complete, 

45 the payment server may notify the participating system 
components. 

[0041 ] Merchant payment module 228 may be Imple- 
mented using any suitable code. By way of example, 
merchant payment module 228 is implemented using a 

so combination of "C" code, "C++" code and Java code. 
Merchant payment module 228 is, In one specific em- 
bodiment, a multi-threaded process that can service 
multiple concurrent cable head end applet transactions 
on demand. The module is responsible for controlling 

55 all interactions with the terminals and their concentrator 
including the transaction collection function. For individ- 
ual transactions, the payment module controls the mes- 
sage flows and logs interim results. When an applet con- 



7 



13 



EP1263 230A1 



14 



nects with the payment server, it creates a transaction 
thread to support the transaction through its life cycle. 
Each thread, in turn, assigns a terminal for communica- 
tion. Having a one-to-one correspondence between 
transaction threads and terminals has been found to 
provide desirable results. 

[0042] Terminal interface 230 is any suitable set of 
software and libraries for communicating with a terminal 
214 either directly or, as shown, through terminal con- 
centrator^. The actual implementation of terminal in- 
* terface 230 will depend upon the type of terminal used. 
A terminal such as 214 may be any suitable terminal 
such as are known in the art. By way of example, an iq 
Delta 2010 terminal made by Schlumberger has been 
found to provide desirable results. Such a terminal may 
support a variety of commands originating from the ter- 
minal interface. These commands emulate the normal 
responses that an attached terminal would pass from 
the smart card to the security card. The actual security 
card commands are held in the terminal while the termi- 
nal performs the tasks necessary to simulate the pres- 
ence of a smart card. 

[0043] Security card 21 8 may be any suitable security 
card such as are known in the art (often referred to as 
a Purchase Secure Application Module-PSAM). In oth- 
er embodiments, the functionality of security card 218 
can be replaced by a hardware security module, could 
be implemented in hardware within the payment server, 
or could even be implemented in software. 
[0044] By way of example, security card 21 8 is a re- 
movable credit card-sized processor card that is pro- 
grammed to process and store data relating to financial 
transactions. Security card 218 contains a microchip 
embedded in the card that enables the security card to 
authenticate and to validate the user's smart card. If a 
user smart card is accepted by the security card, and 
the smart card contains sufficient value, the security 
card guarantees that the merchant providing the goods 
and/or services receives payment according to the 
amount deducted from the smart card for the goods and/ 
or services rendered in a preferred embodiment, the se- 
curity card also contains DES purchase security keys 
and authenticates the smart card during a purchase 
transaction and secures the payment and collection to- 
tals. A security card also stores signature algorithms for 
smart cards in use. A security card may also contain a 
transaction identifier for the current transaction, a finan- 
cial sum of ail transactions remaining to be settled, a 
session key, and master keys for all smart cards in use. 
Further, the security card may contain generations of 
keys, blocked card indicators, date of last update, mul- 
tiple card programs, different currency rates and addi- 
tional security. 

[0045] Concentration point 68 is a staging computer 
that communicates with terminals to collect batches of 
purchase transactions. The concentration point then 
sends these transaction batches to a clearing and ad- 
ministration system for processing. Once processed, 



batch acknowledgments, along with other system up- 
dates, are sent back to the terminals via the concentra- 
tion point. 

[0046] Merchant server 208 includes a merchant 

5 code module 232. Merchant server 208 may be imple- 
mented upon any suitable computer capable of commu- 
nicating with and presenting information to users over 
an internet. Merchant code module 232 may be imple- 
mented using any suitable code. By way of example, 

10 merchant module 232 may be implemented using a 
combination of Peri, HTML, and Java code. Merchant 
server 208 is typical fy a generic web server customized 
for the merchant's business. Merchant server 208 may 
include databases, CGI scripts and back-office pro- 
's grams that produce HTML pages for an Internet user. 
[0047] A brief discussion of the flow of a transaction 
now follows. In accordance with the first embodiment in 
which a user performs a purchase transaction via inter- 
net 202, during a financial transaction, the cable head 

20 end server and merchant server exchange information 
234 via internet 202. Each transaction initiated by a user 
has a transaction identifier created at the merchant serv- 
er, and a merchant identifier u nique to the payment serv- 
er is also available from the merchant server. Cable 

25 head end module 224 and the payment server also use 
this unique transaction identifier for tracking and logging 
information about the transaction. Merchant server 208 
generates a unique identification of the transaction, 
completes other required parameters, encrypts as ap- 

30 propriate, and builds an HTML page and sends it to the 
cable head end server. The set-top box 207 through 
card reader 210 interacts 235 with the smart card and 
cable head end module 224 builds a draw request mes- 
sage containing related card information, the purchase 

35 amount, and other information supplied by the merchant 
server or, alternatively, supplied by the merchant code 
module 227 of the cable head end server 204. 
[0048] The cable head end server then communi- 
cates 236 with merchant payment server 206, first by 
forwarding the draw req uest to the payment server. M er- 
chant payment server 206 verifies the transaction to de- 
term ine if it is a valid transaction from a known merchant. 
The transaction is into the payment server's transaction 
database 223. Upon completion of a transaction, mer- 

45 chant payment server 206 builds a result message con- 
taining the identification of the transaction and signs it. 
The message is then routed to merchant server 208 via 
cable head end server 204. Merchant server 208 then 
validates the result message. After determining that the 

so transaction was successful, merchant server 208 cre- 
ates an HTML page for the purchased information and 
sends it to cable head end server 204. Alternatively, the 
merchant may also deliver purchased goods to the user 
at this point, ft is also possible for the payment server 

55 and the merchant server to communicate information 
238 directly between themselves. Preferably, as cable 
head end server 204 has already established commu- 
nication with the merchant server and the payment serv- 
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er, links 234 and 236 are used to exchange information 
between the payment server and the merchant server, 
rather than establishing a new link 238. 
[0049] According to the second embodiment, the ca- 
ble head end server 204 acts as the merchant server 
and communicates with the cable head end payment 
server 229. Thus, the cable head end server 204 obtains 
information associated with the transaction (e.g., from 
an associated database) when initiated by a user-initi- 
ated transaction. Each transaction initiated by a user 
has a transaction identifier which may be created at the 
cable head end server 204 or the set-top box 207, and 
an identifier unique to the cable head end payment serv- 
er 229 is also available from the cable head end server. 
Cable head end module 224 and the cable head end 
payment server also use this unique transaction identi- 
fier for tracking and logging information about the trans- 
action. The set-top box 207 through card reader 210 in- 
teracts 235 with the smart card and cable head end 
module 224 builds a draw request message containing 
related card information, the purchase amount, and oth- 
er information supplied by the merchant code module 
227 of the cable head end server 204. 
[0050] The cable head end server then communi- 
cates 236 with cable head end payment server 229, first 
by forwarding the draw request to the cable head end 
payment server 229. Cable head end payment server 
229 verifies the transaction to determine if it is a valid 
transaction from a known cable provider The transac- 
tion is logged into the payment server's transaction da- 
tabase (not shown to simplify illustration). Upon comple- 
tion of a transaction, cable head end payment server 
229 builds a result message containing the identification 
of the transaction and signs it. The message is then rout- 
ed to cable head end server 204. Cable head end server 
204 then validates the result message, which maybe 
provided to set-top box 207. The cable provider may al- 
so deliver purchased goods to the user at this point. As 
shown, the cable head end payment server 229 and the 
cable head end server 204 may communicate informa- 
tion 237 directly between themselves rather than via the 
internet 202. 

LOADING A SMART CARD 

[0051 ] FIG. 3 illustrates a system 850 for loading val- 
ue onto a smart card according to one embodiment of 
the present invention. System 850 includes a cable 
head end server 204, bank server 860 and toad server 
862. Cable head end server 204 communicates with 
card 5 via card reader 210 in set-top box 207, and with 
bank server 860 and load server 862 over any suitable 
open network such as Internet 202. Suitable embodi- 
ments for the cable head end server, the card reader 
and the smart card are described above in the descrip- 
tion of a payment technique. Preferably, each of cable 
head end server 204, bank server 860 and load server 
862 implement a code module (similar in operation to 



the code modules described above) in the Java pro- 
gramming language that provides the functionality de- 
scribed below. For simplicity of explanation, reference 
will be made below to "cable head end server", "bank 

5 server" and "load server" even though the resident code 
is performing the functions. Card issuer 108 has been 
described previously in FIG. 1 . Card issuer 1 08 may be 
a separate financial institution from the bank that in- 
cludes bank server 860, or card issuer 1 08 may be the 

10 same bank that includes bank server 860. 

[0052] According to a first embodiment, the card 5 is 
loaded through the use of the load server 862 and the 
bank server 860. Bank server 860 is any suitable com- 
puter within a bank or other financial institution. By way 

15 of example, bank server 860 is any suitable personal 
computer, a workstation or a mainframe computer. In 
one embodiment, bank server 860 runs a "sen/let" pro- 
gram (a Java applet running on server) for communica- 
tion with cable head end 204. 

20 [0053] Load server 862 is also any suitable computer 
and may be located at a third party location (such as at 
a processor) or may be located within the same bank as 
bank server 860. Load server 862 also runs a servlet 
program for communication with cable head end server 

25 204 and host security module 864. In an alternative em- 
bodiment, load server 862 and bank server 860 are the 
same computer which runs two different applications 
representing the functionality of each server. 
[0054] Host security module (HSM) 864 is a device 

30 known in the art that may be embodied in a hardware 
"black box" or on any suitable computer. The host secu- 
rity module can be implemented in a hardware module 
outside of load server 862, can be implemented within 
load server 862, can be implemented in software, or can 

35 be implemented as a security card described above. 
Host security module 864 contains the encryption keys 
in hardware used for generating signatures (for example 
S1 , S2 and S3) that provide security for the transaction. 
These signatures are used by smart card 5 and host se- 

40 curfty module 864 to insure that the card is not expired 
or counterfeit (i.e., is a valid card), to insure that module 
864 is authentic, to insure that system 850 is authentic 
and, in general, to provide for a valid transaction and to 
prevent fraud. Card 5 also includes encryption keys for 

45 the generation of a smart card signature. In an alterna- 
tive embodiment, module 864 could be replaced by a 
standard terminal that includes a security card such as 
is shown in the previous embodiments. In this situation, 
the encryption keys would be stored in the security card. 

50 [0055] Briefly, system 850 operates as follows. A con- 
sumer accesses bank server 860 via cable head end 
server 204. Assuming that card 5 is not overloaded and 
that the user's account with the bank has sufficient 
funds, the user is able to download value via bank server 

55 860 on to his smart card 5. Cable head end server 204 
communicates with load server 862 to receive authori- 
zation for the load and for higher security. Card 5 may 
then be used to make purchases over the Internet as 
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described earlier in the application or may be used for 
purchases elsewhere. Once the bank has downloaded 
value to card 5, a corresponding amount of funds is 
transferred from the bank to card issuer 1 08. 
[0056] Card issuer 1 08 places these funds in a hold- 
ing pool. Once smart card 5 is used to make a purchase 
from a merchant, the transaction is captured and settled 
through a settlement service, such as VisaNet. The is- 
suer bank decrements the funds pool for the amount of 
the purchase, which is paid to the merchant bank. The 
merchant bank pays the merchant for the transaction. 
Settlement may occur in any suitable fashion such as is 
known in the art and, in particular, may be implemented 
as previously described in FIG. 1 . 
[0057] As described above, the first embodiment en- 
ables a bank to download value to smart card 5. How- 
ever, it maybe desirable to load value to smart card 5 
from a pre-funded account rather than from a bank. 
Thus, according to a second embodiment, the card 5 
may be loaded from a pre-funded account. As shown by 
dotted line 861 , value may be loaded directly from load 
server 862 to cable head end server 204. Alternatively, 
value may be loaded from load server 862 to cable head 
end server 204 via the internet 202. 

DETAILED PAYMENT ARCHITECTURE 

[0058] FIG. 4 illustrates a detailed embodiment of in- 
ternet payment architecture 200 having cable head end 
server 204, merchant payment server 206 and mer- 
chant server 208. A smart card 5 is In communication 
with cable head end server 204, and a security card 218 
inside a terminal 214 is in communication with merchant 
payment server 206. Not shown for simplicity in this fig- 
ure are other elements of the system shown in FIG. 2. 
One embodiment of a technique by which a financial 
transaction may be completed over the Internet will be 
described in further detail with reference to FIGS. 10A 
through 10D. 

FIRST ALTERNATIVE PAYMENT EMBODIMENT 

[0059] FIG. 5 illustrates an alternative embodiment 
200a in which the security card is able to be released 
sooner than the security card of FIG. 4; this embodiment 
also requires fewer exchanges between the terminal 
and the payment server. A security card in a terminal is 
dedicated to a particular transaction from the moment 
when the terminal interface selects that terminal until the 
security card finally issues a "confirmation" message 
and is released by a terminal interface. Thus, in some 
circumstances it is desirable to release the security card 
earlier. By releasing a security card earlier, the card is 
tied up for a shorter time per transaction and may move 
on to the next transaction sooner. Also, the less time 
that a terminal is dedicated to a particular transaction, 
and the fewer messages exchanged between the two, 
the less likely chance there is of a communication error 



that might interrupt and halt the transaction. 
[0060] Embodiment 200a includes a cable head end 
server 204, a merchant payment server 206, a merchant 
server 208, a smart card 5, and a terminal 214 having 

5 a security card 21 8. Communication between the vari- 
ous entities may take place in a similar fash ion as in FIG. 
4 as indicated by communication links 234, 235, and 
236. However, instead of two round trips of information 
between the terminal and payment server, there is only 

10 one round trip in this embodiment. 

SECOND ALTERNATIVE PAYMENT EMBODIMENT 

[0061 ] In another embodiment 200b of the present in- 
vention as illustrated in FIG. 6, not only is the security 
card allowed to release earlier, but the number of mes- 
sages exchanged between the cable head end server 
and the payment server are reduced. Instead of com- 
paring smart card signatures in the payment server, the 

20 expected smart card signature from the security card is 
transmitted to the cable head end server where a trusted 
agent 356 performs the comparison of the expected 
smart card signature with the actual signature received 
from smart card 5. Thus, message exchange between 

25 the cable head end server and the payment server Is 
reduced to one round trip. This is advantageous in that 
the time for a transaction is reduced, the security card 
is released earlier and fewer message exchanges 
means more reliability over the Internet. 

30 [0062] Embodiment 200b includes a cable head end 
server 204, a merchant payment server 206, a merchant 
server 208, a smart card 5, and a terminal 214 having 
a security card 218. Communication between the vari- 
ous entities may take place in a similar fashion as in FIG. 

35 4 as indicated by communication links 234 and 235. 

THIRD ALTERNATIVE PAYMENT EMBODIMENT 

[0063] FIG. 7 illustrates another embodiment 200c of 

40 the invention in which the merchant server performs the 
comparison of the smart card signature with the expect- 
ed signature. This embodiment has all of the advantag- 
es of the previous embodiment in which the security 
card is released earlier, and there are also fewer mes- 

45 sages passed between the entities. In this embodiment, 
if the cable head end server is not to be trusted to com- 
pare the smart card signatures, then an encrypted sig- 
nature is passed to the merchant server via the cable 
head end server. The cable head end server also pass- 

50 es the raw, unencrypted signature from the smart card 
to the merchant server. A routine 366 in the merchant 
server then compares the two signatures. 
[0064] Embodiment 200c includes a cable head end 
server 204, a merchant payment server 206, a merchant 

55 server 208, a smart card 5, and a terminal 214 having 
a security card 218. Communication between the vari- 
ous entities may take place in a similar fashion as in FIG. 
4 as indicated by messages 302-306 and communica- 
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tion link 235. 

ENCRYPTION LAYER EMBODIMENT 

[0065] FIG. 8 illustrates an embodiment 200d of the 5 
present invention in which an encryption layer has been 
added. Although the present invention may be practiced 
without this added encryption layer, in a preferred em- 
bodiment of the Invention, this encryption layer is used. 
FIG. 8 includes cable head end server 204, merchant io 
payment server 206 and merchant server 208. Other el- 
ements of the architecture have been omitted in this fig- 
ure for simplicity. This extra encryption layer is used not 
only to protect the contents of messages being trans- 
mitted overthe Internet, but also to prevent a cable head 
end server, smart card or other entity from receiving or 
producing a message that would trick another entity into 
thinking that a valid transaction had occurred. This en- 
cryption also prevents messages from being acciden- 
tally or deliberately altered or misdirected. 
[0066] It should be appreciated that encryption may 
be present in any embodiment on all parts of any mes- 
sage sent for security. Preferably, any signature sent 
over a network is encrypted. 

FIRST PAYMENT EMBODIMENT AND 
ALTERNATIVES 

[0067] As described above with reference to FIG. 2, 
according to a first payment embodiment, a user may 
perform a purchase transaction over the Internet via 
both a merchant server and merchant payment server. 
In addition, according to a second payment embodi- 
ment, a user may perform a purchase transaction via 
both cable head end server and cable head end pay- 
ment serverf or those goods and/or services made avail- 
able by a cable provider. FIG. 9 is a flowchart describing 
a method of performing a purchase transaction via the 
Internet from a user's perspective such as may occur in 
accordance with the first embodiment of the invention 
shown in FIG. 2. In step 502, a user acquires and adds 
value to a smart card. More particularly, value may be 
added to a stored value portion of a smart card. Alter- 
natively, a user may acquire a smart card that already 
contains value. This smart card may take the form of 
any smart card that is able to store value and to debit 
value from the card. In step 504 the user accesses the 
merchant server web site via communication link 234 
over the internet via the set-top box and cable head end 
server. For instance, a user may communicate with the 
set-top box using a remote control. This access of a web 
site may be performed in any suitable fashion such as 
by using any commercially available web browser. In 
step 506 the user inserts a smart card in card reader 
210 at the user's terminal. Alternatively, the user may 
insert the card before accessing the web site, or even 
after the selection of goods and/or services from the 
merchant web site. In step 508 the user browses the 



merchant web site and selects goods and/or services 
for purchase from the merchant using the web site in- 
terface that the merchant has provided. The user then 
selects an appropriate button on the merchant web site 
to indicate what the user wishes to purchase. Next, in 
step 51 0 the user receives a total sale amount from the 
merchant server and is directed to actuate a button on 
the web site indicating that the user wishes to proceed 
with the purchase using the smart card. 
[0068] In step 51 2 the architecture and system of the 
present invention (such as is shown in FIG. 2, for exam- 
ple) processes the user order by way of the merchant 
payment server (via the cable head end server), termi- 
nal and security card. In step 51 4, the user's smart card 
is debited by the total sale amount and the user receives 
a "debited" message at the user's terminal. This mes- 
sage js optional if the system is designed so as to not 
inform the user of this debit. In step 516 the user re-' 
ceives a confirmation message from the merchant serv- 
er indicating that the transaction has been completed. 
The user may now download the purchased information 
and/or receive a receipt for goods and/or services to be 
rendered or delivered from the merchant at a later date. 
In step 51 8 the merchant, via a clearing and administra- 
tion system, receives payment to its bank account for 
the goods and/or services rendered by way of informa- 
tion collected from the merchant payment server. In one 
embodiment of the invention, an existing clearing and 
administration system is used, as well as an existing 
methodology for transferring information from a security 
card for later reconciliation. This use of an existing "back 
end" allows systems of the invention to be implemented 
quickly and cheaply. This approach also ensures that 
cards used in the system are compatible with other 
smart card terminals. 

[0069] One embodiment of a technique by which a fi- 
nancial transaction may be completed overthe Internet 
will now be described using the flowchart of FIGS. 10A 
through 10D with reference to FIG. 4. 
[0070] it should be appreciated that a wide variety of 
terminology may be used to describe message flow 
throughout the architecture. For example, the terminol- 
ogy used herein to describe the sequential messages 
draw request, debit, success, and confirmation, may al- 
so be referred to by the respective terminology: draw 
request, debit IEP, debit response, and debit result (or 
message result). 

[0071] Initially, a suitable web browser of cable head 
end server 204 is used by the user to access a merchant 
server web site as indicated by 302. In step 602, the 
user selects goods and/or services from the merchant 
site and indicates to the site that the user wishes to pur- 
chase these items using a smart card as indicated at 
304. In step 604 the merchant server receives this re- 
quest for a smart card transaction. More particularly, the 
merchant server receives this request through the cable 
head end server. 

[0072] In step 606 the merchant server builds an 
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HTML page that includes the following cable head end 
applet parameters: the total cost of the transaction as 
determined by the merchant server; the type of currency 
being used; the port and I P address of the payment serv- 
er; a unique transaction identifier used by both the pay- 5 
ment server and the merchant server to track a trans- 
action; and a unique merchant identifier assigned to the 
merchant by the acquirer and known to the payment 
server. Other information may also be included such as 
the currency's exponent, a status URL address of the 
merchant server used for communication from the cable 
head end server, and a merchant server generated key 
and other security information to ensure the identity of 
the merchant server and the integrity of the message. 
Other process related information such as software re- 
lease level, encryption methodology and keys may also 
be conveyed. Once this page has been built, the page 
is sent 306 to the requesting cable head end browser 
and triggers the loading of the cable head end code 
module (in this example a Java applet) in the cable head 
end server. 

[0073] Some browsers may not allow an applet to in- 
voke a dynamic link library (DLL) due to security rea- 
sons. In an embodiment of the present invention, the 
cable head end applet along with any DLLs needed are 
preloaded on the cable head end server. Then, the mer- 
chant server is allowed to invoke the cable head end 
applet and DLLs dynamically to circumvent this security 
precaution. 

[0074] The cable head end server then sends the 
page to the set-top box in step 607. More particularly, 
the page may be sent using a protocol proprietary to the 
cable provider. 

[0075] I n step 608 the set-top box interacts with smart 
card 5 in card reader 21 0 to obtain card information 308 
and sends the retrieved information to cable head end 
server 204. In step 609 cable head end server 204 builds 
draw request message for later transmission 310 to 
merchant payment server 206. In one embodiment of 
the invention, the cable head end applet loads a local 
DLL, makes an API call to that library, which in turn 
makes a call to another DLL that finally makes a call to 
the card reader. In this fashion communication with the 
card is achieved. Once responses from the card are re- 
ceived, the cable head end module will also combine 
these responses into a byte stream suitable for trans- 
mission over a network to a payment server. Also at this 
point, the currency type and expiration date on the card 
are checked, and the total cost of the ordered merchan- 
dise is checked against the card balance to ensure that 
the value on the card is great enough to cover the trans- 
action. If the checks are not successful, a message to 
that effect is delivered to the user and this transaction 
terminates. 

[0076] The cable head end module emulates a variety 
of security card commands to receive responses from 
these commands from the smart card. Because the 
smart card and the security card are now physically sep- 



arated from one another, and communication takes 
place over the Internet, it would not be advantageous to 
engage in numerous commands and responses over 
such an open network. In the interest of speed and re- 
liability, it is advantageous to have fewer messages ex- 
changed. 

[0077] To operate securely and reliably In this envi- 
ronment, in one embodiment of the present invention, 
cable head end module 224 emulates a security card 
and gathers all the responses for transmission in one 
draw request message. The draw request message 
may include a variety of information including a draw re- 
quest token, state information, the merchant identifier, 
the transaction identifier, security information, a purse 
provider identifier, an intersector electronic purse (IEP) 
identifier, an algorithm used by the card, an expiry date, 
the balance of the card, a currency code, a currency ex- 
ponent, the authentication mode of the IEP, the trans- 
action number of the IEP, a key version and the pur- 
chase amount. As all of this information is prepackaged 
into a single draw request message, the number of mes- 
sages between the smart card and the security card 
over the Internet is greatly reduced. 
[0078] In this embodiment, the draw request message 
is built by packaging the smart card's response to the 
■reset" and "initialize" commands and any public key 
certificates along with the total cost and the currency of 
the transaction received from the HTML page. For public 
key cards, the card and issuer certificates are obtained 
from read commands and may also be included in the 
draw request By packaging all of this information to- 
gether into one draw request message, it is possible to 
cut down on the number of messages exchanged be- 
tween the cable head end server and the merchant pay- 
ment server, and reliability and speed is improved. In 
one embodiment of the invention, an intersector elec- 
tronic purse (IEP) protocol is used to reset and initialize 
the card and to receive a response. 
[0079] Next, in step 610 the cable head end server 
accesses the merchant payment server using the IP ad- 
dress received from the merchant server. In step 612 
the cable head end server sends the draw request mes- 
sage to the merchant payment server as indicated at 
310. The cable head end server also creates a log of 
this message being sent. 

[0080] In step 61 4 the merchant payment server proc- 
esses the draw request in conjunction with an associat- 
ed security card as will be explained in greater detail 
below with reference to FIG. 10D. Draw request 312 is 
shown being sent to terminal 214. In one embodiment 
of the invention, the merchant payment server creates 
a transaction thread for each connected cable head end 
module to service it through the life cycle of the trans- 
action. After step 614, the merchant payment server has 
received a debit command and a security card signature 
314 from the security card in the terminal. This debit 
command may also be termed a "debit IEP" command. 
The security card signature is a value that uniquely iden- 
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ttfies and validates security card 21 8 to prove to smart 
card 5 that the incoming debit command is a valid com- 
mand from a real security card. This validation ensures 
that when the smart card is debited, that the financial 
totals in the security card are updated. Thus, the user 
of the smart card is guaranteed that a valid debit of the 
card has occurred. In a preferred embodiment of the in- 
vention, the security card signature is an encrypted val- 
ue ensuring that no other entity can forge an identity of 
a security card. 

[0081 ] In step 61 6 the payment server sends the debit 
command along with the security card signature to the 
cable head end server as indicated at 31 6 for the smart 
card to debit itself. At this time, the merchant payment 
server also logs this debit command into its database. 
The debit command is then sent to the set-top box in 
step 617. 

[0082] In step 61 8, upon receiving the debit command 
from the merchant payment server (via the cable head 
end server), the set-top box replaces the amount in the 
debit command with the original amount (from the mer- 
chant server) to ensure that the amount has not been 
tampered with while traveling over the network. At this 
time, the set-top code module also creates a log of the 
debit command. Set-top code module 209 then passes 
the debit command and security card signature to smart 
card 5 which verifies the signature, debits itself by the 
purchase amount, and also generates a success mes- 
sage (also termed a "debit response" message) and a 
smart card signature. The smart card signature is a 
unique value identifying a valid smart card. In a pre- 
ferred embodiment of the invention, this signature is in 
encrypted form to prevent tampering. If card 5 does not 
have enough value to satisfy the purchase amount, then 
the "debit response" message indicates as such. 
[0083] In step 620, card 5 sends a success message 
320 along with the card signature back to set-top box 
code module 209 in set-top box 207. This success mes- 
sage may also be termed a "debit response" message. 
At this point, the purchase amount has been deducted 
from the balance on smart card 5. In step 621 , the suc- 
cess message and card signature are sent to head end 
server 204 from set-top-box 207. Next, in step 622, ca- 
ble head end module 224 packages the success mes- 
sage along with the card signature and sends them back 
to merchant payment server 206 as indicated at 322. 
Cable head end module 224 also logs the result of this 
smart card debit. 

[0084] In step 624 the merchant payment server re- 
ceives incoming message 322 and creates a log and 
updates the transaction status in its database for future 
error recovery. The merchant payment server then di- 
rects this received message to the security card in the 
terminal as indicated at 324. Next, in step 626 the se- 
curity card processes this response from the cable head 
end's terminal and verifies the received smart card sig- 
nature. 

[0085] As the security card contains the keys and al- 



gorithms necessary to compute smart card signatures, 
the security card is able to validate that a received smart 
card signature is in fact a valid one by comparing this 
smart card signature with a generated expected value. 

5 A successful comparison Indicates that a success mes- 
sage 324 received from the smart card is in fact a valid 
success message and that the smart card has been 
debited. An error result code or a comparison that is not 
successful potentially indicates that the smart card has 

10 not been debited by the proper amount. This compari- 
son of smart" card signatures by the security card en- 
sures that a smart card is in fact debited before the mer- 
chant server Is directed to release the purchased mer- 
chandise. This comparison of the smart card signature 

is to an expected value is performed by the security card 
for the highest level of security. As will be described in 
the embodiments of FIG. 5,7, and 8, this comparison of 
smart card signatures may also take place in the mer- 
chant payment server, in the cable head end server or 

20 in the merchant server with a variety of other advantag- 
es. Assuming that the transaction is so far valid, in step 
628 the security card sends a "confirmation" message 
back to the merchant payment server as indicated at 
326. This confirmation message may also be termed a 

25 "message result." 

[0086] In step 630 the terminal updates its data store 
with the smart card number, a transaction count, the to- 
tal sale amount, the response from the security card, 
and transaction numbers from the smart card and from 

30 the security card. The merchant payment server also 
logs the response received from the terminal including 
the merchant identifier, etc., as indicated in step 632. 
Next, in step 634, the merchant payment server creates 
a confirmation message including the transaction iden- 

35 trfiers and sends this message to the cable head end 
server in encrypted form as indicated at 328. This mes- 
sage 328 may also be termed a "message result" 
[0087] By sending this confirmation message in en- 
crypted form, the confirmation message maybe passed 

40 to the merchant server by way of the cable head end 
server without fear of tampering. As the confirmation 
message is encrypted, it would be extremely difficult for 
the cable head end server or another entity to forge a 
confirmation message and trick the merchant server into 

45 thinking that a transaction had taken place. In another 
embodiment of the invention, if the cable head end serv- 
er is a trusted agent, then the confirmation message 
need not be encrypted. In yet another embodiment, the 
payment server may sent two confirmation messages, 

so one not encrypted for the cable head end to process, 
and one encrypted for the merchant server. FIGS. 14A 
and 14B present an embodiment in which the payment 
server sends two messages to the cable head end serv- 
er. 

55 [0088] At this point, the transaction thread of the pay- 
ment server that was used for the current transaction 
may release the terminal, thus allowing the terminal to 
be used by other transactions. This transaction thread 
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then exits at this time. 

[0089] In step 636 the cable head end server then 
passes this confirmation message 330 on to the mer- 
chant server at the URL address previously received 
from the merchant server. Message 330 may also be 
termed a "message result" The cable head end may 
also post a message to the user informing that the debit 
has been completed. The cable head end also logs con- 
firmation of the payment In step 638 the merchant serv- 
er registers this confirmation message and checks for 
success. The merchant server calls a validate routine 
within the merchant code module with the confirmation 
message in order to validate the response from the ca- 
ble head end. The validate routine is able to take the 
transaction identifier along with the encrypted confirma- 
tion message to decrypt the confirmation message. If 
the decrypted confirmation message is acceptable, the 
merchant server then determines a successful transac- 
tion has occurred. Next, in step 640 the merchant server 
generates an HTML page with the purchase information 
and delivers this information to the cable head end serv- 
er. Alternatively, the merchant server may generate a 
purchase receipt to deliver to the cable head end server 
indicating goods and/or services to be rendered. At this 
point, the cable head end server may also log the mer- 
chant server's response. The cable head end server 
then sends the information to the set-top box in step 641 . 
Completion of these steps indicates a successful finan- 
cial transaction over the Internet using a smart card. 
[0090] Returning now to a more detailed discussion 
of step 614, FIG. 10D describes one technique for 
processing a draw request message in conjunction with 
a security card. Once this draw request message has 
been received by the payment server and passed along 
to the terminal, the terminal parses the message back 
into individual responses and passes these responses 
sequentially to the security card as will be explained be- 
low. In an alternative embodiment, a dumb terminal is 
used and the draw request is parsed into its components 
and otherwise processed by the payment server, which 
then sends the responses to the security card itself. 
[0091] In step 680 the payment code module of the 
payment server edits the draw request for syntactic cor- 
rectness and logs the draw request message as being 
received. In step 682 the draw request is passed to the 
terminal interface module of the payment server. In one 
specific embodiment, the terminal interface then re- 
quests a terminal from the payment server's terminal 
pool. The payment server has a pool of terminals con- 
nected to the terminal concentrator that is established 
at start-up. At start-up, the payment server receives a 
list of all valid terminal identifiers. The payment server 
uses these identifiers, and its knowledge of transactions 
in progress to determine an appropriate terminal to proc- 
ess the transaction. Once a terminal is determined, the 
terminal interface builds a terminal specific message 
based upon the draw request and the type of terminal. 
[0092] In step 686 the terminal specific draw request 



312 is sent to the chosen terminal via the concentrator 
over a local area network. The concentrator acts as a 
router between a transaction thread in the payment 
server and its corresponding terminal. The concentrator 

5 looks at a header on the draw request to determine to 
which terminal the transaction should be routed. In one 
embodiment of the invention, concentrator 212 is re- 
moved and merchant payment server 206 communi- 
cates directly with terminal 214 (for example). 

io [0093] in step 688 the terminal parses the draw re- 
quest message into its various components and proc- 
esses each component in turn to emulate a smart card 
interacting with the security card in a physical terminal. 
Prepackaging of a variety of information into the draw 

is request message results in fewer exchanges over the 
Internet between the cable head end server and the pay- 
ment server. By now simulating an interaction, the se- 
curity card behaves as if it were in a physical terminal 
along with the smart card. A variety of responses from 

20 a smart card may be emulated. In this embodiment, the 
terminal sends each of the three packages "answer to 
reset", "initialize IEP", and "debit" down to the security 
card individually and waits for a return message before 
sending the next response. For a public key transaction, 

25 the certificates read by the cable head end are also in- 
cluded as individual responses. In this fashion, even 
though all of the smart card information (the draw re- 
quest) originating from the cable head end server has 
been sent at once in prepackaged form over the Inter- 
so net, the traditional interaction between the smart card 
and the security card in a physical terminal may be sim- 
ulated at the terminal in a remote location. 
[0094] In step 690 the terminal reaches a "draw 
amount" state, indicating that the security card is able 

35 to generate a debit command. In step 692, the security 
card generates its security card signature and the debit 
command. The debit command may also be termed a 
"debit IEP" command. This signature and debit com- 
mand 314 are sent to the terminal. The debit command 

40 issued by the security card may contain a wide variety 
of information including the security card identifier, the 
transaction identifier, the amount to be debited, the cur- 
rency and currency exponent for the amount, the secu- 
rity card signature, the date, time, and location. The ter- 

45 minal in turn, sends the signature, command, and the 
terminal identifier to the payment server as indicated in 
step 694. The information maybe sent to the payment 
server as indicated at 314 via a concentrator. At this 
point, step 614 ends and control returns to step 616. 

so [0095] FIG. 11 is a flowchart that describes a tech- 
nique for implementing this embodiment with reference 
to FIG. 5. Step 702 indicates that communication be- 
tween the various entities takes place in a similar fash- 
ion as in FIG. 4 up until the terminal reaches the "draw 

55 amount" state. At this point, draw request 31 2 has been 
received and processed by the security card. Next, in 
step 704 the security card generates not only the secu- 
rity card signature and the debit command, but also an 
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expected smart card signature. This expected smart 
card signature is a value expected by the security card 
from the smart card to validate the smart card's success 
message. This validation will ensure that the smart card 
has in fact debited itself. 

[0098] In step 706 the security card signature, the 
debit command and the expected smart card signature 
are sent to the payment code module in the payment 
server as indicated at 314a. Also, the terminal updates 
its data store in a similar fashion as in step 630. Next, 
step 708 indicates that the transaction occurs as before 
with reference to step 61 6-622. The steps indicate that 
the smart card receives the debit command, debits itself, 
and returns the success message (also termed a "debit 
response" message) and its card signature to the pay- 
ment server. 

[0097] Next, in step 710 the payment server code 
module processes this response from the smart card by 
comparing 346 the received card signature with the ex- 
pected smart card signature received earlier from the 
security card. This comparison of the two signatures by 
the payment module of the payment server foregoes the 
need for another round trip between the payment server 
and the security card. Because the security card has al- 
ready delivered the expected card signature to the pay- 
ment server, the security card may be released as soon 
as message 314a is received. 
[0098] Assuming that the comparison is successful, 
the payment module is then able to generate its own 
confirmation message instead of waiting for a "confir- 
mation" message from the security card. Next, step 712 
indicates that the processing continues in a similar fash- 
ion as in steps 632-640. The confirmation message is 
passed on to the merchant server by way of the cable 
head end server and the merchant server may then de- 
liver the purchased merchandise to the user. 
[0099] FIG. 12 is a flowchart that describes a tech- 
nique for implementing this embodiment with reference 
to FIG. 6. Step 722 indicates that communication be- 
tween the various entities takes place in a similar fash- 
ion as in FIG. 4 up until the terminal reaches the "draw 
amount" state. At this point, draw request 31 2 has been 
received and processed by the security card. Next, in 
step 724 the security card generates not only the secu- 
rity card signature and the debit command, but also an 
expected smart card signature. 
[0100] In step 726 the security card signature, the 
debit command and this expected smart card signature 
are sent to the payment code module in the payment 
server as indicated in 314a. Also, the terminal updates 
its data store in a similar fashion as in step 630. Next, 
in step 728 the payment server code module sends the 
debit command, merchant signature and expected 
smart card signature to the cable head end server. 
[0101] Next, step 730 indicates that the transaction 
occurs as before with reference to steps 61 8 and 620. 
The steps indicate that the smart card receives the debit 
command and debits itself. In step 732, the cable head 



end code module itself compares the actual card signa- 
ture from the smart card with the expected signature 
from the security card. This comparison of the two sig- 
natures by the cable head end module of the cable head 

5 end server foregoes the need for another round trip be- 
tween the payment server and the cable head end serv- 
er. Also, because the security card has already deliv- 
ered the expected card signature to the payment server, 
the security card may be released as soon as message 

10 314a is received. 

[0102] Assuming that the comparison is successful, 
the cable head end server is then able to generate its 
own conf umation message In step 734 instead of wait- 
ing for a confirmation message from the payment server. 

15 Next, step 736 indicates that the processing continues 
in a similar fashion as in steps 636-640. The confirma- 
tion message is passed on to the merchant server and 
the merchant server may then deliver the purchased 
merchandise to the user. 

20 p)103] FIG. 13 is a flowchart that describes a tech- 
nique for implementing this embodiment with reference 
to FIG. 7. Step 742 indicates that communication be- 
tween the various entities takes place in a similar fash- 
ion as in FIG. 4 up until the terminal reaches the "draw 

25 amount" state. At this point, draw request 31 2 has been 
received and processed by the security card. Next, in 
step 744 the security card generates not only the secu- 
rity card signature and the debit command, but also an 
expected smart card signature. 

30 [0104] In step 746 the security card signature, the 
debit command and this expected smart card signature 
are sent to the payment code module in the payment 
server as indicated in 314a. Also, the terminal updates 
its data store in a similar fashion as in step 630. Next, 

35 in step 748 the payment server code module sends the 
debit command, merchant signature and an encrypted 
expected smart card signature to the cable head end 
server. The expected smart card signature is encrypted 
to prevent tampering by the cable head end server or 

40 other outside entity. 

[0105] Next, step 750 indicates that the transaction 
occurs as before with reference to steps 618 and 620. 
The steps indicate that the smart card receives the debit 
command and debits itself. In step 752, the cable head 

45 end code module sends the success message, the raw 
smart card signature and the encrypted signature on to 
the merchant server. In step 754 the merchant server 
processes the success message, decrypts the encrypt- 
ed signature, and compares the two signatures. This 

so comparison of the two signatures by the merchant serv- 
er foregoes the need for another round trip between the 
payment server and the cable head end server. Also, 
because the security card has already delivered the ex- 
pected card signature to the payment server, the secu- 

55 rtty card may be released as soon as message 31 4a is 
received. 

[0106] Assuming that the comparison is successful, 
the merchant server is then able to generate its own con- 
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frmation message in step 756 instead of waiting for a 
confirmation message from the cable head end server. 
Next, step 758 indicates that the processing continues 
in a similar fashion as in steps 638 and 640. The mer- 
chant server may then deliver the purchased merchan- 
dise to the user. In all of the above alternative embodi- 
ments, when the transaction Is not completed success- 
fully, the payment server reverses the transaction within 
the terminal. 

[01 07] FIGs. 1 4A and 1 4B are a flowchart describing 
this embodiment of the invention with reference to FIG. 
8. In step 802, the payment server and the merchant 
server share a unique encryption key. Through a prior 
business arrangement, both of the servers have ar- 
ranged to share this unique key to add security to the 
transaction. The shared key may be of any suitable en- 
cryption standard and of any length. The key may be a 
Data Encryption Standard (DES) key having a length of 
128 bits including parity. Although this shared key could 
be used directly, in a preferred embodiment of the in- 
vention, there is a derived unique key for each transac- 
tion between the merchant server and the payment 
server. Alternatively, another encryption standard such 
as RSA may also be used. Preferably, loading of value 
is performed under DES, while a purchase may be per- 
formed under either DES or public key technology. 
[01 08] In step 804 the cable head end server and the 
merchant server engage in a protected Secure Sockets 
Layer (SSL) session 404 in which a connection is made, 
a user browses and makes a purchase selection. The 
SSL session protects the information transmitted over 
the Internet such as card information, commands, and 
encryption keys from being discovered by an unauthor- 
ized party. Other techniques for protecting a session 
may also be used. 

[01 09] I n step 806 the merchant server derives a key 
from the DES key using Information unique to the trans- 
action such as the merchant identifier, the transaction 
identifier, or other information unique to this transaction, 
such as a random number. Because the payment server 
shares the DES key with the merchant server and also 
has access to this unique information about the trans- 
action, the payment server will also be able to derive 
this same key from the shared DES key. In this step the 
merchant server also creates a transaction session key 
(TSK) for use by the cable head end server and payment 
server in encrypting information. 
[01 10] In step 808 the merchant server downloads an 
HTML page of information 406 to the cable head end 
server that includes the TSK and the TSK that is en- 
crypted using the derived key (ETSK) . The TSK encrypt- 
ed with the derived key will be used by the payment serv- 
er to return an encrypted (and unreadable by the cable 
head end) confirmation message to the merchant serv- 
er. Only the merchant server will be able to decrypt this 
confirmation message and will thus be guaranteed that 
a successful transaction has occurred and that mer- 
chandise may be released to the cable head end. The 



cable head end then sends the page of information to 
the set-top box at step 809. 

[0111] In step 810, the cable head end prepares the 
draw request in conjunction with the smart card and 

5 sends the draw request 408 encrypted with the TSK to 
the payment server along with the ETSK. In step 812 
the payment server uses the shared DES key and the 
prearranged information unique to the transaction to de- 
rive the same key that the merchant server has used. 

10 Thus, the derived key can be used to decrypt the ETSK 
in order to produce the TSK. Once the payment server 
had produced the TSK, it may decrypt the draw request 
and process the draw request in any suitable fashion 
with the security card. Once the payment server has re- 

15 ceived the debit command from the security card, ft en- 
crypts the debit command with the TSK. The debit com- 
mand may also be termed the "debit IEP command." 
[01 1 2] In step 81 4 the payment server sends the en- 
crypted debit command 41 0 to the cable head end serv- 

20 er. In step 81 6 the cable head end decrypts the debit 
command with the TSK it had received earlier from the 
merchant server and sends the debit command to the 
set-top box. The set-top box then processes the debit 
command in a suitable fashion with a smart card in step 

25 817. Once the set-top box has received the debit re- 
sponse message from the smart card, it encrypts this 
message with the TSK and sends the debit response 
message 412 to the cable head end server in step 818. 
The cable head end server then sends the debit re- 

30 sponse message 41 2 to the payment server in step 819. 
In step 820, the payment server decrypts the debit re- 
sponse message with the TSK and processes the debit 
response message in a suitable fashion with the security 
card. 

35 (01 1 3] Once the payment server has received a "debit 
result" message from the security card, the payment 
server encrypts the "debit result" message with the TSK 
to form a "debit result C" message for the cable head 
end. The "debit result C message will be used by the 

40 cable head end server to inform the user of a successful 
transaction. The payment server also generates its own 
confirmation message and encrypts the confirmation 
message with the derived key to form a "debit result M" 
message. The payment server then sends 41 4 the "deb- 

45 it result C" message and the "debit result M" message 
to the cable head end server. 
. [0114] In step 822 the cable head end server decrypts 
and processes the "debit result C" message and passes 
the "debit result M" message 416 on to the merchant 

so server. Because the "debit result M" message is en- 
crypted with the derived key, the cable head end server 
or other entity is not able to tamper with it In step 824 
the merchant server is able to decrypt the "debit result 
M" message because it had originally produced the de- 

55 rived key from the DES key. Once the merchant server 
has determined that a valid "debit result M" message 
has been received, it confirms that a valid transaction 
has taken place and may release merchandise to the 
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user. The merchant server then sends a message indi- 
cating success or failure of the transaction to the cable 
head end server in step 825. The cable head end server 
then sends the message to the set-top box in step 826. 
[0115] This security embodiment of FIG. 8 may be 
used with any of the previously described embodiments 
of the invention. By way of example, this security em- 
bodiment may be used with the embodiments of Figures 
6 and 7 In which there is only one round trip between 
the cable head end server and the payment server. In 
particular, the expected smart card signature received 
from the security card may be encrypted with the derived 
key so that it unreadable by the cable head end, yet the 
merchant server will be able to compare the received 
smart card signature with the expected card signature 
to validate the transaction. 

[01 16] A wide variety of terminology may be used to 
describe the keys described above. For example, the 
keys referred to above as shared DES key, transaction 
session key (TSK) and derived key, may aJso be referred 
to as shared key, session C key and session M key. 

LOADING DETAILED TRANSACTION FLOW IN 
ACCORDANCE WITH FIRST LOAD EMBODIMENT 

[0117] One embodiment of a technique by which a 
smart card is loaded over the Internet will now be de- 
scribed using the flowchart of FIGS. 15A through 15D 
with reference to FIG. 3. Various of the steps below may 
occur in a different order, the following description is for 
illustration purposes. Interaction between cable head 
end server 204 and bank server 860, and between cable 
head end server 204 and load server 862, is preferably 
implemented in a similar fashion as between cable head 
end server 204 and merchant server 208, and between 
cable head end server 204 and merchant payment serv- 
er 206 as described above, respectively. Certain imple- 
mentation details mentioned above with respect to pay- 
ment are equally applicable to loadin g a smart card. Fur- 
thermore, the exemplary flow shown in the figures illus- 
trates a successful transaction (although a negative re- 
sult is also explained below in the text). For this reason, 
a "confirmation" message is referred to, which can more 
broadly be referred to as a "result" message (to reflect 
both the possibilities of success and failure of a load). 
Also, a "load success" message is referred to, which can 
also be referred to as a "confirmation" message, to re- 
flect its status as either confirming a positive load result 
or a negative load result. 

[01 18] Initially, a suitable web browser of cable head 
end server 204 is used by the user to access a bank 
server Internet site. In step 871 the user selects an op- 
tion to load value onto card 5 (via the cable head end 
server). In step 872 the bank server sends a request for 
card information (including current card balance and 
maximum card balance); set-top box 207 reads the cur- 
rent card balance, currency, and other card information 
via card reader 210 and returns the balance to bank 



server 860 via the cable head end server 204. In step 
873 the bank server determines the maximum load val- 
ue and verifies that enough funds are in the user's ac- 
count to accommodate a load request. 
5 [0119] In step 874 the bank server builds an HTML 
page that includes the following cable head end applet 
parameters: the maximum load value; the type of cur- 
rency being used; the port and IP address of the load 
server; a unique transaction identifier used by both the 
10 load server and the bank server to track a transaction; 
a unique bank identifier assigned to the bank and known 
to the load server; and a session key. Other information 
may also be included such as the currency's exponent, 
a status URL address of the bank server used for corn- 
's munication from the cable head end server, and other 
security information to ensure the identity of the bank 
server and the integrity of the message. Other process 
related information such as software release level, en- 
cryption methodology and keys may also be conveyed. 
20 Once this page has been built, the page is sent to the 
requesting cable head end browser and triggers the ac- 
tivation of the cable head end code module (in this ex- 
ample a Java applet) in the cable head end server. The 
page is then sent to the set-top box in step 888 so that 
25 the user may confirm the load value which Is to be load- 
ed onto the smart card. 

[0120] To determine the load value, the bank server 
requests that the user enter the amount to load to the 
card. Assuming that the user's account is adequate, the 

30 bank server requests the user's account be debited in 
step 875 by the load value. Advantageously, the debit 
request from the bank server can use the existing ATM 
and accounting systems of the bank to debit the user's 
account. From the bank's point of view, value is being 

35 transferred from the user's account much in the same 
way that value would be transferred to a user in the form 
of cash at an ATM. In this situation, though, the value is 
not being dispensed as cash at an ATM, but is being 
sent over the Internet to a smart card. 

40 [0 1 21 ] In step 876 the set-top box interacts with smart 
card 5 in the card reader to obtain card information and 
sends the card information to the head end server. In 
step 889 the head end server builds a load request mes- 
sage for later transmission to load server 862. Once re- 

45 sponses from the card are received, the cable head end 
server combines these responses into a byte stream 
suitable for transmission over a network to a load server. 
[01 22] The cable head end server emulates a variety 
of host security module 864 commands to receive re- 

50 sponses from these commands from the smart card. 
The smart card and the security module are physically 
separated from one another; communication takes 
place over the Internet. In the interest of speed and re- 
liability, it is advantageous to have only the traditional 

55 authentication, response, and confirmation messages 
exchanged. 

[0123] To operate securely and reliably in this envi- 
ronment, in one embodiment of the present invention 
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the cable head end server emulates a security module 
and gathers all the responses for transmission into one 
load request message. The load request message may 
include a variety of information and preferably includes 
a first card signature (termed S1), a card number, an 
expiry date, and a load amount. Other information such 
as the security algorithm, transaction counter, current 
card balance, and bank server time stamp are also pref- 
erably provided. 

[01 24] As all of this information is prepackaged into a 
single load request message, the number of messages 
exchanged between the smart card and the security 
module over the Internet is minimized. 
[0125] Next, in step 877 the cable head end server 
accesses the load server using the IP address received 
from the bank server. In step 878 the cable head end 
server sends the load request message to the load serv- 
er. In step 879 the load server processes the load re- 
quest in conjunction with an associated host security 
module 664 as will be explained in greater detail below 
with reference to FIG. 15D. After step 879, the load serv- 
er has received an issuer security module signature 
(termed S2) as part of a load command from the security 
module 864. The security module signature is a value 
that uniquely identifies and validates the security mod- 
ule to prove to smart card 5 that the incoming load com- 
mand is a valid command from a real security module. 
Thus, the user of the smart card, and other interested 
parties are guaranteed that a valid load of the card has 
occurred. In a preferred embodiment of the invention, 
the security module signature is an encrypted value en- 
suring that no other entity can forge an identity of a se- 
curity module. 

[01 26] I n step 880 the load server sends the load com- 
mand includi ng with the security module signature to the 
cable head end server. In step 893 the cable head end 
server then sends the load command to the set-top box 
for the smart card to load itself. In step 881, upon re- 
ceiving the load command from the load server, the set- 
top box passes the load command to smart card 5 which 
verifies the signature, loads itself by the load value, and 
also generates a load success message, a second 
smart card signature (termed S3), and a result code in- 
dicating success or failure of the load. In a preferred em- 
bodiment of the invention, this signature is in encrypted 
form to prevent tampering. 

[0127] In step 882, card 5 sends load success mes- 
sage containing the card signature (S3) and result code 
back to the set-top box. The set-top box then sends the 
success message containing the card signature (S3) 
and result code to cable head end server in step 894. 
Next, in step 883 cable head end server 204 packages 
the load success message along with the card signature 
and sends them back to load server 862. In step 884 the 
load server receives the incoming message. The load 
server then processes the message into its components 
and directs the components to the security module. 
Next, in step 885 the security module may process this 



response from the cable head end's terminal and verify 
the received smart card signature (S3). 
[0128] As the security module contains the keys and 
algorithms necessary to compute smart card signa- 

s tures, the security module is able to validate that a re- 
ceived smart card signature is in fact a valid one by com- 
paring the received smart card signature with a gener- 
ated expected value. A successful comparison indicates 
that a load success message received from the smart 

10 card is in fact a valid success message and that the 
smart card has been loaded. Assuming that the trans- 
action is so far valid, in step 886 the security module 
sends a "confirmation' message back to the load server. 
[01 29] It is possible that the smart card has not been 

15 loaded by the proper amount, that the card is invalid, a 
user is fraudulent or another discrepancy. For example, 
it is possible that a user has tampered with the card to 
make it appear that a load has not occurred, when in 
fact a load has occurred. In this situation, processing in 

20 step 882 and on is slightly different. For example, in- 
stead of generating a "load success" message, the card 
my generate a "negative result" code, potentially indi- 
cating that the card has not been loaded. Processing of 
this situation would then occur as follows. 

25 [01 30] In step 882, card 5 sends a load message con- 
taining the result code and smart card signature S3 back 
to cable head end server 204. Cable head end server 
204 recognizesa negative result code, and invokes neg- 
ative result handling. Cable head end server 204 inter- 

30 acts with card 5 and generates a new load request for 
a zero value load using elements from the original re- 
quest, along with a new card signature S1 . 
[0131] The negative result code, along with the signa- 
tures S3 and new St , and the zero value load request 

35 are passed to the load server for analysis. The load serv- 
er determines if the transaction counter in the zero value 
load equals the transaction counter in the previous re- 
quest, along with verifying other pertinent information 
such as date and time, card number, and currency code 

40 and exponent. If the transaction counters are the same, 
then it is possible that a valid negative result has been 
received, but it should be verified because the cable 
head end is not trusted. If the counters are equal, the 
load server will hold the original S3 and will generate a 

45 new load request to the security module using data el- 
ement values that would have been expected if the orig- 
inal transaction had failed. The new load request along 
with the new S1 is sent to the security module. The se- 
curity module then compares the original S1 (from the 

so original load request) to the new S1 . If S1 is valid, then 
the original negative result is true and the security mod- 
ule generates a signature to confirm to the load server 
that there was no load. The original negative result from 
the card is then released to the security module to com- 

55 piete the original transaction. Processing would contin- 
ue, but a user account would not be debited, and no set- 
tlement need occur because the card was, in fact, not 
loaded. If S1 is not valid, the negative response is not 
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true and then the result code in the original request is 
changed to reflect a successful load and passed to the 
security module. Processing then continues reflecting 
that a load has occurred. 

[01 32] On the other hand, If the transaction counters 
are not the same, then it is still possible that a valid neg- 
ative result has been received, but it should be verified 
because the cable head end is not trusted. First, the load 
server decreases the transaction counter in the new 
load request to match that of the original. The request 
along with the new S1 is passed to the security module. 
The security module calculates its own new S1 based 
upon the modified new load request. If there Is no match, 
it means that the negative result was in error and that 
the card had been loaded. Processing continues to re- 
flect a loaded card. If there is a match, it means the neg- 
ative result was correct and that the transaction counter 
had been increased by accident. The user account is 
not debited, and not settlement occurs. 
[0133] Returning now to further processing, in step 
887 the load server logs the response received from the 
security module and updates its database with the trans- 
action identifier, the bank identifier, the load value, etc. 
In general, any of the plethora of information passing 
through the load server maybe added to its database. 
Next, in step 890 the load server creates a confirmation 
message including the transaction identifier and sends 
this message to the cable head end server in encrypted 
form. By sending this confirmation message in encrypt- 
ed form, the confirmation message maybe forwarded to 
the bank server by way of the cable head end server 
without fear of tampering. As the confirmation message 
is encrypted, It would be difficult for the cable head end 
server or another entity to forge a confirmation message 
and trick the bank server into thinking that a valid load 
had taken place. 

[01 34] I n step 891 the cable head end server forwards 
the confirmation message on to the bank server at the 
URL address previously received from the bank server. 
The cable head end server may also post a message to 
the user informing that the load has been completed. 
The cable head end server may also log confirmation of 
the load. In step 892 the bank server registers the con- 
firmation message. The bank server calls a routine to 
decrypt the confirmation message. If the decrypted con- 
firmation message is acceptable, the bank server deter- 
mines a successful load has occurred. The confirmation 
message provides assurance to the bank that the user's 
card was in fact loaded with a particular value and pre- 
vents fraud. For example, a fraudulent user who tries to 
claim that his bank account was decremented and his 
card not loaded (and should thus receive more money 
from the bank) would be thwarted because the confir- 
mation message proves that the user's card was in fact 
loaded. Alternatively, the "confirmation' message may 
indicate that a load did not occur, in which case the ac- 
count would not be debited, and no settlement would 
occur. 



[01 35] At this point a successful load of the user's card 
has occurred (assuming ail is well). For example, if the 
user had requested $100, that amount has been decre- 
mented from the user's account at the bank, and $100 

s has been loaded onto the user's smart card. Preferably, 
at this point the amount loaded (in this example $100) 
is transferred from the bank to the smart card issuer 
preferably through an existing network. The $100 is 
transferred so that the card issuer may manage the float 

10 on these unspent funds until the user spends the $1 00. 
Once the $100 (or a smaller portion) has been spent 
with a merchant, the card issuer is then able to settle 
the transaction with the merchant using any suitable 
clearing and administration system. In alternative em- 
's bodiment, the bank may retain the $100 and settle di- 
rectly with the merchant In another embodiment, the 
bank and the card issuer are the same financial institu- 
tion, and the $1 00 may be shifted between parts of the 
organization or remain in place. 

20 [0136] Returning now to a more detailed discussion 
of step 879, FIG. 10D describes a technique for process- 
ing a load request message in conjunction with a secu- 
rity module. Once the load request message is received 
by the load server, the load server parses it into the ap- 

25 propriate elements and passes a request to the security 
module as will be explained below. Alternatively, the 
load server can build a network message and switch the 
request to a remote authentication server. Or, a smart 
terminal could parse the message and pass responses 

30 to the security module. 

[0137] In step 895 the load server edits the load re- 
quest for syntactic correctness and logs the request as 
received. In step 896 the load server constructs a load 
request message. In step 897 the load server passes 

35 the load request to the security module to emulate a 
smart card interacting with the security module. The 
load server behaves as If a smart card were actually in- 
teracting in an ATM (for example) through a network to 
a host with a security module. In this fashion, the load 

^0 request originating from the cable head end server has 
been sent in prepackaged form over the Internet emu- 
lating a traditional interaction between the smart card in 
an ATM. 

[01 38] In step 898, the security module verifies the re- 
45 ceived smart card signature (S1 ) to prevent fraud. The 
security module generates its security module signature 
(termed S2) and the load command. The signature S2 
will confirm to the cable head end server and the smart 
card that the host security module is authentic and be- 
so longs to the issuer of the smart card. Additionally, S2 
protects against a user trying to perform a fake load, 
keys out of synchronization, a counterfeit card, an ex- 
pired card, etc. The security module then sends the sig- 
nature and load command to the load server as indicat- 
es ed in step 899. At this point, step 879 ends and control 
returns to step 880. 
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SECOND PAYMENT EMBODIMENT 

[01 39] Rather than purchasing goods and/or services 
from a merchant via the Internet, a user may wish to 
purchase goods and/or services directly from a cable 5 
provider. FIG. 16 is a flowchart describing a method of 
performing a payment transaction via cable head end 
server and cable head end payment server from a user's 
perspective such as may occur with the second alterna- 
tive of the embodiment of the invention shown in FIG. 10 
2. In step 1102, a user acquires and adds value to a 
smart card. Alternatively, a user may acquire a smart 
card that already contains value. This smart card may 
take the form of any of the above-described smart cards 
that are able to store value and to debit value from the '5 
card. In step 1 1 04 the user accesses the cable head end 
server which, as described above, operates as a mer- 
chant server for the cable provider. I n step 1 1 06 the user 
inserts a smart card in card reader 210 at the set-top 
box. Alternatively, the user may insert the card before 20 
accessing the cable head end server, or even after the 
selection of goods and/or services from the cable head 
end server. In step 1108 the user selects goods and/or 
services for purchase from the cable provider using the 
interface that is provided by the cable head end server. 25 
As one example, the user may purchase goods and/or 
services from a shopping channel made available by the 
cable provider. As another example, the user may wish 
to view a pay-per-view movie and indicate this selection 
using the interface. Next, in step 1110 the user receives 30 
a total sale amount from the cable head end server and 
is directed to actuate a button indicating that the user 
wishes to proceed with the purchase using the smart 
card. 

[0140] Instep 1112 the architecture and system of the 35 
present invention (such as is shown in FIG. 2, for exam- 
ple) processes the user order by way of the cable head 
end payment server, terminal and security card. In step 
1114, the user's smart card is debited by the total sale 
amount and the user receives a "debited" message from *o 
the cable head end module. This message is optional if 
the system is designed so as to not inform the user of 
this debit. In step 111 6 the user receives a confirmation 
message from the cable head end server indicating that 
the transaction has been completed. The user may now 45 
download the purchase information and/or receive a re- 
ceipt for goods andfor services to be rendered or deliv- 
ered from the cable head end server, operating in this 
instance as the merchant server for the cable provider 
In step 1118 the cable provider, via a clearing and ad- so 
ministration system, receives payment to its bank ac- 
count for the goods and/or services rendered by way of 
information collected from the cable head end payment 
server. In one embodiment of the invention, an existing 
clearing and administration system is used, as well as ss 
an existing methodology for transferring information 
from a security card for later reconciliation. This use of 
an existing "back end" allows systems of the invention 



to be implemented quickly and cheaply. This approach 
also ensures that cards used in the system are compat- 
ible with other smart terminals. A purchase transaction 
may be processed similarly to the process shown and 
described with reference to FIGS. 10A-10D above. 

LOADING DETAILED TRANSACTION FLOW IN 
ACCORDANCE WITH SECOND LOAD EMBODIMENT 

[0141] As described above with reference to FIGS. 
15A through 15D, a smart card may be loaded from a ' 
bank account via a bank server. However, it may be de- 
sirable to load value onto a smart card from a p re-funded 
account that is independent from any bank account. 
One embodiment of a technique by which a smart card 
is loaded directly via the load server will now be de- 
scribed using the flowchart of FIGS. 17A through 17D 
with reference to FIG. 3. Various of the steps below may 
occur in a different order; the following description is for 
illustration purposes. Interaction between cable head 
end server 204 and load server 1062 is preferably im- 
plemented in a similar fashion as between cable head 
end server 204 and merchant server 208, and between 
cable head end server 204 and merchant payment serv- 
er 206 as described above, respectively. Certain imple- 
mentation details mentioned above with respect to pay- 
ment are equally applicable to loading a smart card. Fur- 
thermore, the exemplary flow shown in the figures illus- 
trates a successful transaction (although a negative re- 
sult is also explained below in the text). For this reason, 
a "confirmation" message is referred to, which can more 
broadly be referred to as a "result" message (to reflect 
both the possibilities of success and failure of a load). 
Also, a "load success" message is referred to, which can 
also be referred to as a "confirmation" message, to re- 
flect its status as either confirming a positive load result 
or a negative load result 

[01 42] Initially, a suitable web browser of cable head 
end server 204 is used by the user to access a load serv- 
er Internet site or, alternatively, a load server may be 
accessed directly as indicated at 861 of FIG. 3 via cable 
head end server 204. In step 1071 the user selects an 
option to load value onto card 5. In step 1072 the load 
server sends a request for card information (including 
current card balance and maximum card balance); set- 
top box 207 reads the current card balance, currency, 
and other card information via card reader 210 and re- 
turns the balance to load server. In step 1073 the load 
server determines the maximum load value and verifies 
that enough funds are in the pre-funded account to ac- 
commodate a toad request. 

[0143] Assuming communication with the load server 
takes place via the Internet, in step 1 074 the load server 
builds an HTML page that includes the following cable 
head end applet parameters: the maximum load value; 
the type of currency being used; the port and I P address 
of the load server; a unique transaction identifier used 
by both the load server to track a transaction; a unique 
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identifier assigned to the pre-funded account and known 
to the load server; and a session key. Other information 
may also be included such as the currency's exponent, 
a status URL address of the load server used for com- 
munication from the cable head end server, and other 
security information to ensure the identity of the load 
server and the integrity of the message. Other process 
related information such as software release level, en- 
cryption methodology and keys may also be conveyed. 
Once this page has been built, the page is sent to the 
requesting cable head end browser and triggers the ac- 
tivation of the cable head end code module (in this ex- 
ample a Java applet) in the cable head end server. The 
cable head end server then sends the page to the set- 
top box in step 1088 in order to request that the user 
confirm the amount to load to the card. Assuming that 
the pre-funded account is adequate, the load server re- 
quests the pre-funded account be debited in step 1 075 
by the load value. 

[0144] In step 1076 the set-top box interacts with 
smart card 5 to obtain card information and sends the 
card information to the cable head end server. In step 
1089 the cable head end server builds a load request 
message from the card information for later transmis- 
sion to load server 1 062. Once responses from the card 
are received, the cable head end server combines these 
responses into a byte stream suitable for transmission 
over a network to a load server. 
[0145] The cable head end server emulates a variety 
of host security module 1064 commands to receive re- 
sponses from these commands from the smart card. 
The smart card and the security module are physically 
separated from one another; communication may take 
place over the Internet In the interest of speed and re- 
liability, it is advantageous to have only the traditional 
authentication, response, and confirmation messages 
exchanged. 

[0146] To operate securely and reliably in this envi- 
ronment, in one embodiment of the present invention 
the cable head end server emulates a security module 
and gathers all the responses for transmission into one 
load request message. The load request message may 
include a variety of information and preferably includes 
a first card signature (termed S1), a card number, an 
expiration date, and a load amount. Other information 
such as the security algorithm, transaction counter, cur- 
rent card balance, and load server time stamp are also 
preferably provided. 

[01 47] As all of this information is prepackaged into a 
single load request message, the number of messages 
exchanged between the smart card and the security 
module is minimized. 

[0148] Next, in step 1077 the cable head end server 
accesses the load server using the IP address received 
from the load server. In step 1078 the cable head end 
server sends the load request message to the load serv- 
er. In step 1 079 the load server processes the load re- 
quest in conjunction with an associated host security 



module 1 064 as will be explained in greater detail below 
with reference to FIG. 15D. After step 1079, the load 
server has received an issuer security module signature 
(termed S2) as part of a load command from the security 

5 module 1 064. The security module signature is a value 
that uniquely identifies and validates the security mod- 
ule to prove to smart card 5 that the incoming load com- 
mand is a valid command from a real security module. 
Thus, the user of the smart card, and other interested 

10 parties are guaranteed that a valid load of the card has 
occurred, In a preferred embodiment of the invention, 
the security module signature is an encrypted value en- 
suring that no other entity can forge an identity of a se- 
curity module. 

is [0149] In step 1080 the load server sends the load 
command with the security module signature to the ca- 
ble head end server. The cable head end server then 
sends the load command with the security module sig- 
nature in step 1 093 to the set-top box for the smart card 

20 to load itself. In step 1 081 , upon receiving the load com- 
mand from the load server, the set-top box passes the 
load command to smart card 5 which verifies the signa- 
ture, loads itself by the load value, and also generates 
a load success message, a second smart card signature 

25 (termed S3), and a result code indicating success or fail- 
ure of the load. In a preferred embodiment of the inven- 
tion, this signature is in encrypted form to prevent tam- 
pering. 

[0 1 50] In step 1 082, card 5 sends load success mes- 
30 sage containing the card signature (S3) and result code 
back to the set-top box. The set-top box then sends the 
load success message containing the card signature 
(S3) and result code to cable head end server 204 in 
step 1094. Next, in step 1083 cable head end server 
35 204 packages the load success message along with the 
card signature and sends them back to load server 
1 062. 1 n step 1 084 the load server receives the incoming 
message. The load server then processes the message 
into its components and directs the components to the 
40 security module. Next, in step 1 085 the security module 
may process this response from the cable head end's 
terminal and verify the received smart card signature 
(S3). 

[0151] As the security module contains the keys and 
45 algorithms necessary to compute smart card signa- 
tures, the security module is able to validate that a re- 
ceived smart card signature is in fact a valid one by com- 
paring the received smart card signature with a gener- 
ated expected value. A successful comparison indicates 
so that a load success message received from the smart 
card is in fact a valid success message and that the 
smart card has been loaded. Assuming that the trans- 
action is so far valid, in step 1086 the security module 
sends a "confirmation" message back to the load server. 
55 pi 52] It is possible that the smart card has not been 
loaded by the proper amount, that the card is invalid, a 
user Is fraudulent or another discrepancy. For example, 
it is possible that a user has tampered with the card to 
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make it appear that a load has not occurred, when in 
fact a load has occurred. In this situation, processing in 
step 1082 and on Is slightly different For example, in- 
stead of generating a "load success* message, the card 
my generate a "negative result" code, potentially indi- 
cating that the card has not been loaded. Processing of 
this situation would then occur as follows. 
[0153] In step 1082, card 5 sends a load message 
containing the result code and smart card signature S3 
back to cable head end server 204. Cable head end 
server 204 recognizes a negative result code, and in- ' 
vokes negative result handling. Cable head end server 
204 interacts with card 5 and generates a new load re- 
quest for a zero value load using elements from the orig- 
inal request, along with a new card signature S1 . 
[01 54] The negative result code, along with the signa- 
tures S3 and new S1 , and the zero value load request 
are passed to the load server for analysis. The load serv- 
er determines if the transaction counter in the zero value 
load equals the transaction counter in the previous re- 
quest, along with verifying other pertinent information 
such as date and time, card number, and currency code 
and exponent If the transaction counters are the same, 
then it is possible that a valid negative result has been 
received, but it should be verified because the cable 
head end is not trusted. If the counters are equal, the 
load server will hold the original S3 and will generate a 
new load request to the security module using data el- 
ement values that would have been expected if the orig- 
inal transaction had failed. The new load request along 
with the new S1 is sent to the security module. The se- 
curity module then compares the original S1 (from the 
original load request) to the new S1 . If S1 is valid, then 
the original negative result is true and the security mod- 
ule generates a signature to confirm to the load server 
that there was no load. The original negative result from 
the card is then released to the security module to com- 
plete the original transaction. Processing would contin- 
ue, but a user account would not be debited, and no set- 
tlement need occur because the card was, in fact, not 
loaded. If S1 is not valid, the negative response is not 
true and then the result code in the original request is 
changed to reflect a successful load and passed to the 
security module. Processing then continues reflecting 
that a load has occurred. 

[0155] On the other hand, if the transaction counters 
are not the same, then it is still possible that a valid neg- 
ative result has been received, but it should be verified 
because the cable head end is not trusted . First, the load 
server decreases the transaction counter in the new 
load request to match that of the original. The request 
along with the new S 1 is passed to the security module. 
The security module calculates its own new S1 based 
upon the modified new load request If there is no match, 
it means that the negative result was in error and that 
the card had been loaded. Processing continues to re- 
flect a loaded card. If there is a match, it means the neg- 
ative result was correct and that the transaction counter 



had been increased by accident. The user account is 
not debited, and not settlement occurs. 
[0156] Returning now to further processing, in step 
1087 the load server logs the response received from 

5 the security module and updates its database with the 
transaction identifier, the account identifier, the load val- 
ue, etc. In general, any of the plethora of information 
passing through the load server may be added to its da- 
tabase. Next, in step 1 090 the load server creates a con- 

10 formation message including the transaction identifier 
and sends this message to the cable head end server 
in encrypted form. By sending this confirmation mes- 
sage in encrypted form, the confirmation message may 
be forwarded without fear of tampering. As the confir- 

15 mation message is encrypted, it would be difficult for the 
cable head end server or another entity to forge a con- 
firmation message and trick the load server into thinking 
that a valid load had taken place. 
[0157] In step 1091 the cable head end server may 

20 forward the confirmation message on to the user via the 
set-top box. In this manner, the cable head end server 
may post a message to the user informing that the load 
has been completed. In addition, the cable head end 
server may forward the confirmation message on to an- 

25 other server at a URL address previously received from 
the load server. The cable head end server may also log 
confirmation of the load. Once the additional server re- 
ceives the confirmation message, it may call a routine 
to decrypt the confirmation message. If the decrypted 

30 confirmation message is acceptable, the additional 
server determines a successful load has occurred. The 
confirmation message provides assurance that the us- 
er's card was in fact loaded with a particular value and 
prevents fraud. For example, a fraudulent user who tries 

35 to claim that his account was decremented and his card 
not loaded (and should thus receive more money from 
the pre-funded account) would be thwarted because the 
confirmation message proves that the user's card was 
in fact loaded. Alternatively, the "conf irmation" message 

40 may indicate that a load did not occur, in which case the 
account would not be debited, and no settlement would 
occur. 

[0158] Returning now to a more detailed discussion 
of step 1079, FIG. 10D describes a technique for 

45 processing a load request message in conjunction with 
a security module. Once the load request message is 
received by the load server, the load server parses it into 
the appropriate elements and passes a request to the 
security module as will be explained below. Altemative- 

50 ty, the load server can build a network message and 
switch the request to a remote authentication server. Or, 
a smart terminal could parse the message and pass re- 
sponses to the security module. 
[01 59] In step 1 095 the load server edits the load re- 

55 quest for syntactic correctness and logs the request as 
received. In step 1 096 the load server constructs a load 
request message. In step 1 097 the load server passes 
the load request to the security module to emulate a 
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smart card interacting with the security module. The 
load server behaves as if a smart card were actually in- 
teracting in an ATM (for example) through a network to 
a host with a security module. In this fashion, the load 
request originating from the cable head end server has 
been sent in prepackaged form (e.g., over the Internet) 
emulating a traditional Interaction between the smart 
card in an ATM. 

[0160] In step 1098, the security module verities the 
received smart card signature (S1 ) to prevent fraud. The 
security module generates its security module signature 
(termed S2) and the load command. The signature S2 
will confirm to the cable head end server and the smart 
card that the host security module is authentic and be- 
longs to the issuer of the smart card. Additionally, S2 
protects against a user trying to perform a fake load, 
keys out of synchronization, a counterfeit card, an ex- 
pired card, etc. The security module then sends the sig- 
nature and load command to the load server as indicat- 
ed in step 1 099. At this point, step 1 079 ends and control 
returns to step 1080. 

COMPUTER SYSTEM EMBODIMENT 

[01 61 ] FIG. 1 8 illustrates a computer system 900 suit- 
able for implementing an embodiment of the present in- 
vention. Computer system 900 includes any number of 
processors 902 (also referred to as central processing 
units, or CPUs) that are coupled to storage devices in- 
cluding primary storage 906 (such as random access 
memory, or RAM) and primary storage 904 (such as a 
read only memory, or ROM). As is well known in the art, 
primary storage 904 acts to transfer data and instruc- 
tions uni-directionally to the CPU and primary storage 
906 is used typically to transfer data and instructions in 
a bi-directional manner. Both of these primary storage 
devices may include any suitable of the computer-read- 
able media described below. A mass storage device 908 
is also coupled bi-directionally to CPU 902 and provides 
additional data storage capacity and may also include 
any of the computer-readable media described below. 
Mass storage device 908 may be used to store pro- 
grams, data and the like and is typically a secondary 
storage medium (such as a hard disk) that is slower than 
primary storage, ft will be appreciated that the informa- 
tion retained within mass storage device 908, may, in 
appropriate cases, be Incorporated In standard fashion 
as part of primary storage 906 as virtual memory. A spe- 
cific mass storage device such as a CD-ROM 91 4 pass- 
es data uni-directionally to the CPU. 
[0162] CPU 902 is also coupled to an interface 910 
that includes one or more input/output devices such as 
such as video monitors, track balls, mice, keyboards, 
microphones, touch-sensitive displays, transducer card 
readers, magnetic or paper tape readers, tablets, sty- 
luses, voice or handwriting recognizers, biometrics 
readers, or other computers. CPU 902 optionally may 
be coupled to another computer or telecommunications 



network using a network connection as shown generally 
at 912. With such a network connection, it is contem- 
plated that the CPU might receive Information from the 
network, or might output information to the network in 

s the course of performing the above-described method 
steps. Furthermore, method embodiments of the 
present invention may execute solely upon CPU 902 or 
may execute over a network connection such as the In- 
ternet in conjunction with a remote CPU that shares a 

10 portion of the processing. 

' [0163] In addition, embodiments of the present inven- 
tion further relate to computer storage products with a 
computer readable medium that have program code 
thereon for performing various computer-implemented 

is operations. The media and program code may be those 
specially designed and constructed for the purposes of 
the present invention, or they may be of the kind well 
known and available to those having skill in the compu- 
ter software arts. Examples of computer-readable me- 

20 dia include, but are not limited to: magnetic media such 
as hard disks, floppy disks, and magnetic tape; optica) 
media such as CD-ROM disks; magneto-optical media 
such as floptical disks; and hardware devices that are 
specially configured to store and execute program code, 

25 such as application-specific integrated circuits (ASICs), 
programmable logic devices (PLDs) and ROM and RAM 
devices. Examples of program code include machine 
code, such as produced by a compiler, and files contain- 
ing higher level code that are executed by a computer 

30 using an interpreter. 

[01 64] Although the foregoing invention has been de- 
scribed in some detail for purposes of clarity of under- 
standing, ft will be apparent that certain changes and 
modifications may be practiced within the scope of the 

35 appended claims. For instance, any suitable smart card 
capable of loading, storing and decrementing value on 
command may be used with the present invention. Also, 
any network capable of performing routing functionality 
between a cable head end server and a load and bank 

^0 server may be used. Furthermore, the security module 
may be a physically separate module, a card located in 
a terminal attached to a load server, or its functionality 
may be incorporated directly into a load server in hard- 
ware or software. And although the cable head end serv- 

45 er may be used to route messages between the bank 
server and load server, both of these servers may also 
communicate directly between themselves, and may 
even be the same computer. The specific messages 
shown passing between the computers are exemplary, 

so and other types of messages may be used. A specified 
load request Is shown, but other information may also 
be loaded onto a smart card using a security module 
emulation and then sent packaged as one message to 
the security module over a network. In addition to mon- 

55 etary value, other types of value such as electronic cash, 
checks, awards, loyalty points, benefits, etc., may be 
loaded onto a card, and the term "value" Is intended to 
broadly cover all these various types. Any suitable type 
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of encryption may be used to encrypt messages passing 
between the computers. Therefore, the described em- 
bodiments should be taken as illustrative and not restric- 
tive, and the invention should not be limited to the details 
given herein but should be defined by the following 
claims and their full scope of equivalents. 



Claims 

1. A network payment system for transacting a sale 
over a network using a smart card, said network 
payment system comprising: 

a cable head end server in communication with 
said network; 

a set-top box in communication with said cable 
head end server, said set-top box including a 
card reader for communicating with a smart 
card; 

a merchant server in communication with said 
network, said merchant server having at least 
an item of merchandise or service for sale; and 
a payment server in communication with said 
network, said payment server including an in- 
terface for communicating with a security card 
and being arranged to receive a purchase mes- 
sage including an indication of said purchase 
transaction and to transmit a confirmation mes- 
sage to said merchant server over said net- 
work, whereby said merchant server is author- 
ized to release said item of merchandise or said 
service to a user associated with said smart 
card. 

2. The network payment system according to claim 1 , 
wherein said network is an internet and said mer- 
chant server includes a merchant web site for ad- 
vertising said item of merchandise or service for 

. sale over said internet. 

3. The network payment system according to claim 1 
or 2, wherein each of said cable head end server, 
said merchant server and said payment server are 
at a separate location and communicate over said 
internet. 

4. The network payment system according to any pre- 
ceding claim, further comprising: 

a clearing and administration system for recon- 
ciling a plurality of transactions over said net- 
work. 

5. The network payment system according to any pre- 
ceding claim, wherein said cable head end server 
further includes a command emulator for emulating 
security card commands that are sent to said smart 



card and for grouping responses to said security 
card commands into a draw request message to be 
sent to said payment server, and said payment 
server includes a response emulator for emulating 
5 responses from said smart card that are sent to said 
security card. 

6. The network payment system according to any pre- 
ceding claim, wherein said payment server includes 
10 a comparator for comparing a smart card signature 
received from said smart card with an expected sig- 
nature received from said security card to confirm 
a transaction. 

is 7. The network payment system according to any pre 1 
ceding claim, wherein said merchant server in- 
cludes a comparator for comparing a smart card 
signature received from said smart card with an ex- 
pected signature from said security card received 

20 via said payment server, whereby a transaction is 
confirmed from said payment server. 

8. A cable television payment system for transacting 
a sale directly from a cable provider using a smart 

25 card, said cable television payment system com- 
prising: 

a cable head end server in communication with 
said network, said cable head end server acting 
30 as a merchant server having at least an item of 

merchandise or service for sale by a cable pro- 
vider; 

a set-top box in communication with said cable 
head end server, said set-top box including a 
35 card reader for communicating with a smart 

card; and 

a payment server in communication with said 
cable head end server, said payment server in- 
cluding an interface for communicating with a 

40 security card and being arranged to receive a 

purchase message including an indication of 
said purchase transaction and to transmit a 
confirmation message to said merchant server 
over said network, whereby said merchant 

45 server is authorized to release said item of mer- 

chandise or said service to a user associated 
with said smart card. 

9. The cable television payment system according to 
so claim 8, wherein said cable head end server further 

includes a command emulator for emulating secu- 
rity card commands that are sent to said smart card 
and for grouping responses to said security card 
commands into a draw request message to be sent 
55 to said payment server, and said payment server 
includes a response emulator for emulating re- 
sponses from said smart card that are sent to said 
security card. 
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10. The cable television payment system according to 
claim 8 or 9, wherein said payment server includes 
a comparator for comparing a smart card signature 
received from said smart card with an expected sig- 
nature received from said security card to confirm 
a transaction. 

11. The cable television payment system according to 
any of claims 8 to 1 0, wherein said cable head end 
server includes a comparator for comparing a smart 
card signature received from said smart card with 
an expected signature from said security card re- 
ceived via said payment server, whereby a transac- 
tion is confirmed from said payment server. 

12. A computer-implemented method of transacting a 
sale of merchandise or services over a network us- 
ing a cable head end server terminal in association 
with a smart card, said method comprising: 

transmitting over said network a request from 
said cable head end server terminal to pur- 
chase an item or service available from said 
merchant server; 

receiving from said merchant server an amount 
of a cost of said item or service; 
sending a draw request message to a payment 
server connected to said network so that said 
draw request may be processed by a security 
card associated with said payment server; 
receiving a debit command from said payment 
server, 

sending said debit command to a set-top box 
in communication with said cable head end 
server; 

debiting said smart card associated with said 
set-top box by said amount; and 
sending confirmation information to said mer- 
chant server, whereby said merchant server is 
informed that said sale of said item or service 
is a success and said merchant server may re- 
lease said item or service to a user associated 
with said smart card. 

13. A method according to claim 12, further comprising: 



server and said payment server are at a separate 
location and said recited steps of said method occur 
over said internet. . 

5 15. A method according to any of claims 12 to 14, fur- 
ther comprising: 

emulating security card commands that are 
sent to said smart card associated with said ca- 

10 ble head end server terminal; and 

grouping responses to said security card com- 
mands into said draw request message so that 
said responses may be sent as a group to said 
payment server to reduce network traffic be- 

15 tween said payment server and said cable head 

end server terminal 

16. A method according to any of claims 12 to 15, 
wherein said confirmation information includes an 

20 encrypted confirmation message unreadable by 
said cable head end server terminal, said method 
further comprising: 

receiving said encrypted confirmation message 
25 from said payment server. 

17. A method according to any of claims 12 to 16, 
wherein said confirmation information includes a 
confirmation message, said method further corn- 
so prising: 

receiving an expected smart card signature 
from said security card via said payment server; 
receiving an actual smart card signature from 
35 said smart card; 

comparing said actual smart card signature re- 
ceived from said smart card with said expected 
smart card signature from said security card; 
and 

40 generating said confirmation message for 

transmission to said merchant server, whereby 
message traffic between said payment server 
and said cable head end server terminal, and 
between said payment server and said security 

45 card is reduced. 



sending a message indicating that said sale of 
said item or service is a success from said mer- 
chant server to said cable head end server; and 
sending said message indicating that said sale 
of said item or service is a success from said 
cable head end server to said set-top box. 

1 4. A method according to claim 1 2 or 1 3, wherein said 
network is an internet, wherein said merchant serv- 
er includes a merchant web site for advertising said 
merchandise over said internet, wherein each of 
said cable head end server terminal, said merchant 



18. A method according to any of claims 12 to 16, fur- 
ther comprising: 

receiving an encrypted smart card signature 
from said security card via said payment server 
that is unreadable by said cable head end serv- 
er terminal; 

receiving a raw smart card signature from said 
smart card; and 

transmitting to said merchant server as said 
confirmation information said encrypted smart 
card signature and said raw smart card signa- 
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ture for comparison by said merchant server, 
whereby message traffic between said pay- 
ment server and said cable head end server ter- 
minal, and between said payment server and 
said security card is reduced. 

19. A method according to any of claims 12 to 1 B f fur- 
ther comprising: 

receiving a key from said merchant server for 
encrypting said draw request message to be 
sent to said payment server; 
receiving an encrypted version of said key that 
is unreadable by said cable head end server 
terminal, said key being encrypted using a 
shared key that is known to said payment serv- 
er and to said merchant server; and . 
sending said encrypted version of said key to 
said payment server without sending said key 
in the dear to said payment server, whereby 
said payment server may decrypt and obtain 
said key to decrypt said draw req uest message. 

20. A method according to any of claims 12 to 19, fur- 
ther comprising: 

receiving a security card signature for validat- 
ing said security card to said smart card, said 
security card signature being received in the 
same message from said payment server as 
said debit command; and 
receiving an expected smart card signature for 
comparison to an actual smart card signature, 
said expected smart card signature being re- 
ceived in the same message from said payment 
server as said debit command, whereby mes- 
sage traffic between said payment server and 
said cable head end server terminal, and be- 
tween said payment server and said security 
card is reduced. 

21. A computer-implemented method of managing a 
transaction between a cable head end server termi- 
nal and a merchant server connected over a net- 
work, said transaction being managed by a pay- 
ment server also connected to said network, said 
method comprising: 

receiving a draw request over said network, 
said draw request including an amount indica- 
tive of a cost of an item or service available from 
said merchant server, a transaction identifier 
uniquely identifying the purchase of said item 
or service, and a merchant identifier uniquely 
identifying said merchant server to said pay- 
ment server; 

sending said draw request to a security card as- 
sociated with said payment server so that said 



draw request may be processed by said secu- 
rity card; 

receiving a debit command from said security 
card; 

s sending said debit command from said pay- 

ment server to said cable head end server; 
sending said debit command from said cable 
head end server to a set-top box in communi- 
cation with said cable head end server so that 

10 a smart card associated with said set-top box 

may be debited by said amount; and 
a confirmation step for performing the function 
of confirming said purchase of said item or serv- 
ice to said merchant server, whereby said mer- 

15 chant server is informed that said purchase of 

said item is a success and said merchant server 
may release said item or service to a user as- 
sociated with said smart card. 

20 22. A method according to claim 21 , wherein said net- 
work is an internet, wherein said merchant server 
includes a merchant web site for advertising said 
item or service over said internet, wherein each of 
said cable head end server terminal, said merchant 

25 server and said payment server are at a separate 
location and said recited steps of said method occur 
over said internet. 



30 



35 



AO 



45 



50 



23. A method according to claim 21 or 22, wherein said 
smart card and said security card are both also suit- 
able for use in an Integrated service payment termi- 
nal, said method further comprising: 

sending transaction information regarding said 
sale of said item or service to a clearing and 
administration system for reconciling said sale. 

24. A method according to any of claims 21 to 23, fur- 
ther comprising: 

receiving as part of said draw request respons- 
es from said smart card to security card com- 
mands that have been emulated by said cable 
head end server terminal; and 
emulating said smart card responses in an in- 
teraction with said security card to receive re- 
sponses from said security card, whereby net- 
work traffic between said payment server and 
said cable head end server terminal is reduced. 

25. A method according to any of claims 12 to 24, 
wherein said confirmation step includes the sub- 



55 receiving a signature from said smart card as- 

sociated with said cable head end server termi- 
nal; 

sending said signature to said security card; 
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receiving a transaction OK message from said 
security card; and 

sending a confirmation message destined for 
said merchant server 

26. A method according to any of claims 12 to 24, 
wherein said confirmation step includes the sub- 
steps of: 

receiving a signature from said smart card as- 
sociated with said cable head end server termi- 
nal; 

comparing said received signature with an ex- 
pected signature received from said security 
card; and 

sending a confirmation message destined for 
said merchant server, whereby message traffic 
between said security card and said payment 
server is reduced. 

27. A method according to any of claims 12 to 24, 
wherein said confirmation step includes the sub- 

>of: 



said security card, said security card signature 
being sent in the same message destined to 
said cable head end server terminal as said 
debit command; and 

5 sending an expected smart card signature for 

comparison to an actual smart card signature, 
said expected smart card signature being sent 
in the same message destined to said cable 
head end server terminal as said debit com- 

10 mand, whereby message traffic between said 

payment serveran d said cable head end server 
terminal, and between said payment server and 
said security card is reduced. 

is 30. A method according to any of claims 12 to 29, 
wherein said steps of receiving a draw request, 
sending said debit command and said confirmation 
step are routed through said cable head end server 
terminal to reduce network traffic. 

20 



receiving an expected signature of said smart 25 
card from said security card; and 
sending said expected signature to said cable 
head end server terminal so that said cable 
head end server terminal may compare said ex- 
pected signature to an actual signature of said 30 
smart card, whereby message traffic between 
said security card and said payment server, and 
between said cable head end server terminal 
and said payment server is reduced. 

35 

28. A method according to any of claims 12 to 24, 
wherein said confirmation step includes the sub- 
steps of: 



receiving an expected signature of said smart *o 
card from said security card; 
encrypting said expected signature so as to be 
unreadable by said cable head end server ter- 
minal; and 

sending said encrypted expected signature to 45 
said cable head end server terminal for resend- 
ing to said merchant server so that said mer- 
chant server may compare said expected sig- 
nature to an actual signature of said smart card, 
whereby message traffic between said security 50 
card and said payment server, and between 
said cable head end server terminal and said 
payment server is reduced. 



29. A method according to any of claims 12 to 28, fur- ss 
ther comprising: 



sending a security card signature for validating 
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BEGIN 

Cia Q t INTERNET PURCHASE BY USER WITH 
ri\D. » SMART CARD 



USER ACQUIRES AND ADDS VALUE TO A SMART CARD 



USER ACCESSES MERCHANT SERVER WEB SITE OVER 
INTERNET VIA SET-TOP BOX 



USER INSERTS CARD IN CARD READER AT SET-TOP BOX 



USER SELECTS GOODS AND/OR SERVICES FOR PURCHASE 
FROM MERCHANT WEB SITE 



USER RECEIVES TOTAL SALE AND SELECTS "PURCHASE 
WITH SMART CARD" 



CABLE TELEVISION PAYMENT SYSTEM PROCESSES ORDER 



USER SMART CARD DEBITED AND USER RECEIVES 
"DEBITED" MESSAGE FROM MERCHANT SERVER 



USER RECEIVES CONFIRMATION OF SALE FROM MERCHANT 
SERVER AND RECEIVES DOWNLOADED INFORMATION OR 
RECEIPT FOR GOODS AND/OR SERVICES TO BE RENDERED 



I 



MERCHANT RECEIVES PAYMENT TO BANK ACCOUNT BY 
WAY OF INFORMATION FROM MERCHANT PAYMENT 
SERVER 




END 
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FIG. 10A 



BEGIN 

PROCESS USER PURCHASE BY SYSTEM 
_. (see FIGURE 5) 




I 



USER SELECTS GOODS AND/OR SERVICES FROM MERCHANT SITE AND 
REQUESTS PURCHASE WITH SMART CARD 



I 



602 



MERCHANT SERVER RECEIVES REQUESTS FOR 
SMART CARD TRANSACTION 



I 



604 



MERCHANT SERVER SENDS PAGE OF INFORMATION TO CABLE HEAD END 
INCLUDING: TOTAL COST, CURRENCY, IP ADDRESS OF PAYMENT SERVER, 
TRANSACTION IDENTIFIER, MERCHANT IDENTIFIER 



606 



CABLE HEAD END SERVER SENDS THE PAGE TO SET-TOP BOX 



I 



SET-TOP BOX INTERACTS WITH SMART CARD READER AND SENDS 
INFORMATION TO CABLE HEAD END SERVER 



I 



CABLE HEAD END BUILDS DRAW REQUEST MESSAGE 



I 



607 
608 

609 
610 



CABLE HEAD END ACCESSES PAYMENT SERVER USING IP ADDRESS 



CABLE HEAD END SERVER SENDS DRAW REQUEST MESSAGE PLUS ADDITIONAL 
INFORMATION RECEIVED FROM MERCHANT SERVER TO PAYMENT SERVER 



612 



PAYMENT SERVER PROCESSES DRAW REQUEST IN 

CONJUNCTION WITH SECURITY CARD 
(see Figure 11D) 



I 



614 



PAYMENT SERVER SENDS "DEBIT" COMMAND WITH SECURITY CARD 
SIGNATURE TO CABLE HEAD END SERVER IN ORDER FOR SMART CARD TO 

DEBIT ITSELF 



I 



616 



CABLE HEAD END SENDS DEBIT COMMAND WITH SECURITY 
CARD SIGNATURE TO SET-TOP BOX 



5 



617 
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FIG. 10B 




SET-TOP BOX PASSES ■DEBIT COMMAND TO CARD WHICH DEBITS 
ITSELF BY TOTAL SALE AND GENERATES CARD SIGNATURE 



618 



< 

CARD SENDS "DEBIT SUCCESS" AND 


r 

CARD SIGNATURE TO SET-TOP BOX 




r 


SET-TOP BOX SENDS "DEBIT SUCCESS' AND CARD SIGNATURE TO CABLE HEAD 

END SERVER 



620 



621 



CABLE HEAD END SERVER 
MESSAGE AND CARD SIGNA 


.SENDS "DEBIT SUCCESS" 
TURETO PAYMENT SERVER 




r 


PAYMENT SERVER DIRECTS RECEIVED RESPONSE TO 
SECURITY CARD IN TERMINAL 



622 



624 



. .. : 

SECURITY CARD PROCESSES RESPOI 


r 

MSE AND VERIFIES CARD SIGNATURE - 




r 


SECURITY CARD SENDS "CONFIRMATION" MESSAGE TO PAYMENT SERVER 




r 


TERMINAL UPDATES ITS DATA STORE WITH CARD NUMBER, TRANSACTION 
COUNT, TOTAL SALE, RESPONSE FROM CARD, TRANSACTION NUMBERS FROM 
STORED-VALUE CARD AND SECURITY CARD, ETC. 






PAYMENT SERVER UPDATES ITS DATABASE WITH LOG OF TRANSACTIONS TO 
DATE, MERCHANT IDENTIFIER, ETC. 
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PAYMENT SERVER SENDS "C< 
CABLE HEAD END IN 


3NFIRMATION" MESSAGE TO 
ENCRYPTED FORM 




f 


CABLE HEAD END PASSES "CONFIRMATION" MESSAGE TO 
MERCHANT SERVER 




f 


MERCHANT SERVER REGISTERS "CONFIRMATION- 
MESSAGE ♦ 




r 


MERCHANT SERVER DELIVERS INFORMATION TO CABLE 
HEAD END AND/OR PROVIDES RECEIPT FOR GOODS 
AND/OR SERVICES TO BE RENDERED 




f 


CABLE HEAD END SENDS TH 

TOP 


E INFORMATION TO THE SET- 
>BOX 
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FIG. 10C 
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FIG. 10D C^BEGIN STEP 6U^> 

i_ 



DRAW REQUEST EDITED SYNTACTICALLY AND LOGGED 



DRAW REQUEST PASSED TO TERMINAL INTERFACE MODULE 



TERMINAL INTERFACE BUILDS TERMINAL SPECIFIC MESSAGE 
BASED UPON DRAW REQUEST AND TYPE OF TERMINAL 



DRAW REQUEST SENT TO TERMINAL VIA TERMINAL 
CONCENTRATOR 



TERMINAL PARSES DRAW REQUEST INTO COMPONENTS AND 
PROCESSES EACH COMPONENT IN TURN 



TERMINAL REACHES "DRAW AMOUNT" STATE 



SECURITY CARD IN TERMINAL GENERATES SECURITY CARD 
SIGNATURE AND "DEBIT" COMMAND 



TERMINAL SENDS SECURITY CARD SIGNATURE AND 
"DEBIT" COMMAND TO PAYMENT SERVER 
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BEGIN ALTERNATIVE 
COMPARISON OF SMART CARD SIGNATURE TO 
ALLOW SECURITY CARD TO RELEASE EARLIER 
(see FIGURE 6) 



PERFORM STEPS 602-612 AND STEPS 680-690 



702 



SECURITY CARD IN TERMINAL GENERATES SECURITY CARD 
SIGNATURE, "DEBIT" COMMAND AND EXPECTED 
SMART CARD SIGNATURE 
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TERMINAL SENDS SECURITY CARD SIGNATURE, "DEBIT" COMMAND 
AND EXPECTED SMART CARD SIGNATURE TO PAYMENT SERVER 
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PERFORM STEPS 616-622 



PAYMENT SERVER CODE MODULE PROCESSES RESPONSE, 
VERIFIES CARD SIGNATURE BY COMPARING RECEIVED CARD 
SIGNATURE WITH EXPECTED SMART CARD SIGNATURE 
RECEIVED EARLIER FROM SECURITY CARD 
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FIG. 11 
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BEGIN ALTERNATIVE 
COMPARISON OF SMART CARD SIGNATURE 
BY HEAD END SERVER 
(see FIGURE 7) 



— PERFGRM-STEPS 602-612 AND STEPS 68*690 



SECURITY CARD IN TERMINAL GENERATES SECURITY CARD SIGNATURE. 
"DEBIT" COMMAND AND EXPECTED SMART CARD SIGNATURE 
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TERMINAL SENDS SECURITY CARD SIGNATURE, "DEBIT COMMAND AND 
EXPECTED SMART CARD SIGNATURE TO PAYMENT SERVER 



726 



PAYMENT SERVER SENDS "DEBIT" COMMAND, SECURITY CARD SIGNATURE AND 
EXPECTED SMART CARD SIGNATURE TO CABLE HEAD END SERVER 
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PERFORM STEPS 618, 620 



730 



CABLE HEAD END CODE MODULE PROCESSES RESPONSE. VERIFIES CARD 
SIGNATURE BY COMPARING RECEIVED CARD SIGNATURE FROM SMART CARD 
WITH EXPECTED SIGNATURE RECEIVED EARLIER FROM SECURITY CARD VIA 

PAYMENT SERVER 
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CABLE HEAD END CODE MODUt 
MESSAGE FOR ME 


£ GENERATES CONFIRMATION 
•RCHANT SERVER 
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PERFORM STEPS 636-640 
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FIG. 12 
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BEGIN ALTERNATIVE 
COMPARISON OF SMART CARD SIGNATURE 
BY MERCHANT SERVER 
(see FIGURE 8) 



PERFORM STEPS 602-612 AND STEPS 680690 



I 



SECURITY CARD IN TERMINAL GENERATES SECURITY CARD SIGNATURE, J 
"DEBIT" COMMAND AND EXPECTED SMART CARD SIGNATURE 



I 
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744 



TERMINAL SENDS SECURITY CARD SIGNATURE; "DEBIT COMMAND AND 
EXPECTED SMART CARD SIGNATURE TO PAYMENT SERVER 
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PAYMENT SERVER SENDS "DEBIT" COMMAND, SECURITY CARD SIGNATURE AND 
ENCRYPTED SMART CARD SIGNATURE TO CABLE HEAD END SERVER 
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PERFORM STEPS 618, 620 
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750 



CABLE HEAD END SERVER SENDS DEBIT SUCCESS MESSAGE, RAW CARD 
SIGNATURE RECEIVED FROM SMART CARD AND ENCRYPTED CARD SIGNATURE 
RECEIVED FROM PAYMENT SERVER TO MERCHANT SERVER 
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752 



MERCHANT SERVER PROCESSES DEBIT SUCCESS MESSAGE AND DECRYPTS 
ENCRYPTED CARD SVC SIGNATURE IN ORDERTO COMPARE RAW CARD 
SIGNATURE TO CARD SIGNATURE FROM SECURITY CARD 
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MERCHANT SERVER GENERATES CONFIRMATION MESSAGE 
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PERFORM STEPS 638. 640 



FIG. 13 
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BEGIN IMPLEMENTATION 
OF ADDED SECURITY LAYER TO EMBODIMENTS 
OF THE INVENTION 
(see FIGURE 9) 



PAYMENT SERVER AND MERCHANT SERVER SHARE A 
UNIQUE DES ENCRYPTION KEY 



CABLE HEAD END SERVER AND MERCHANT SERVER 
ENGAGE IN PROTECTED SSL SESSION 
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MERCHANT SERVER DERIVES A KEY FROM THE DES KEY 
USING INFORMATION UNIQUE TO THE TRANSACTION SUCH 
AS MERCHANT IDENTIFIER, TRANSACTION IDENTIFIER. ETC. 



I 



MERCHANT SERVER DOWNLOADS HTML PAGE TO CABLE 
HEAD END INCLUDING A TRANSACTION SESSION KEY (TSK) 
AND THE TSK ENCRYPTED WITH DERIVED KEY (ETSK) 



I 



PAGE SENT TO SET-TOP BOX 



CABLE HEAD END SERVER SENDS DRAW REQUEST 
ENCRYPTED WITH TSK TO PAYMENT SERVER ALONG WITH 

ETSK 



PAYMENT SERVER DECRYPTS ETSK WITH SHARED DES 
KEY TO PRODUCE TSK; DECRYPTS DRAW REQUEST WITH 
TSK IN ORDER TO PROCESS DRAW REQUEST, AND 
ENCRYPTS "DEBIT" COMMAND WITH TSK 



FIG. 14A 
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PAYMENT SERVER SENDS ENCRYPTED "DEBIT" 
COMMAND TO CABLE HEAD END SERVER 
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CABLE HEAD END SERVER DECRYPTS "DEBIT" 
COMMAND AND SENDS TO SET-TOP BOX 
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SET-TOP BOX PROCESSES IN CONJUNCTION WITH 
STORED-VALUE CARD 



I 



SET-TOP BOX SENDS "DEBIT RESPONSE" MESSAGE 
ENCRYPTED WITH TSK TO CABLE HEAD END SERVER 



CABLE HEAD END SENDS THE MESSAGE TO PAYMENT 

SERVER 
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819 



PAYMENT SERVER AND SECURITY CARD PROCESS "DEBIT 
RESPONSE" MESSAGE AND SEND "DEBIT RESULT C" MESSAGE 
ENCRYPTED WITH TSK AND "DEBIT RESULT M" MESSAGE 
ENCRYPTED WITH DERIVED KEY TO CABLE HEAD END 



I 



CABLE HEAD END DECRYPTS "DEBIT RESULT C" MESSAGE AND 
PASSES "DEBIT RESULT M" MESSAGE ON TO MERCHANT SERVER 



MERCHANT SERVER DECRYPTS "DEBIT RESULT M" MESSAGE 
USING DERIVED KEY FROM DES KEY AND PROCESSES RESULT 



I 



MERCHANT SERVER SENDS PROPRIETARY MESSAGE INDICATING 
SUCCESS OR FAILURE TO CABLE HEAD END 
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CABLE HEAD END SENDS TO SET-TOP BOX 



FIG. 14B 
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FIG. 15A 
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LOAD VALUE ONTO SMART CARD 



870 



USER SELECTS LOAD VALUE OPTION FROM BANK INTERNET SITE 7 
VIA CABLE HEAD END SERVER 



871 



SET-TOP BOX READS CARD BALANCE, ETC., AND SENDS 
TO BANK SERVER VIA CABLE HEAD END SERVER 



BANK SERVER DETERMINES MAXIMUM LOAD VALUE AND 
CHECKS FUNDS IN USER'S ACCOUNT 



872 



873 



BANK SERVER SENDS PAGE OF INFORMATION TO CABLE 
HEAD END INCLUDING: MAXIMUM LOAD VALUE, CURRENCY, 
IP ADDRESS OF LOAD SERVER. TRANSACTION IDENTIFIER, 
BANK IDENTIFIER, SESSION KEY 
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888 



CABLE HEAD END SENDS THE PAGE TO SET-TOP BOX 



USER ENTERS AMOUNT TO BE LOADED AND USER 
ACCOUNT D EBITED BY LOAD VALUE 

I 



875 



SET-TOP BOX INTERACTS WITH SMART CARD IN READER 
AND SENDS RESULT OF INTERACTION TO CABLE HEAD END 
SERVER 

4r 
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CABLE HEAD END BUILDS LOAD REQUEST MESSAGE 



CABLE HEAD END SERVER ACCESSES LOAD SERVER USING IP 

ADDRESS 
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877 



CABLE HEAD END SERVER SENDS LOAD REQUEST 
MESSAGE TO LOAD SERVER 



LOAD SERVER PROCESSES LOAD REQUEST 
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FIG. 15B 




870 



LOAD SERVER SENDS "LOAD" COMMAND WITH SECURITY 
MODULE SIGNATURE TO CABLE HEAD END 
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CABLE HEAD END SENDS "LOAD" COMMAND WITH 
SECURITY MODULE SIGNATURE TO SET-TOP BOX 
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893 



SET-TOP BOX PASSES "LOAD" COMMAND TO CARD WHICH 
LOADS ITSELF BY LOAD VALUE AND GENERATES CARD 

SIGNATURE 
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CARD SENDS "LOAD SUCCESS" AND CARD SIGNATURE TO 

SET-TOP BOX 



I 



SET-TOP BOX SENDS THE "LOAD SUCCESS" AND CARD 
SIGNATURE TO CABLE HEAD END SERVER 



I 



CABLE HEAD END SENDS "LOAD SUCCESS" MESSAGE AND 
CARD SIGNATURE TO LOAD SERVER 

i 
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883 



LOAD SERVER PROCESSES AND DIRECTS RECEIVED RESPONSE 
TO HOST SECURITY MODULE 
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I 



HOST SECURITY MODULE VERIFIES CARD SIGNATURE 



HOST SECURITY MODULE SENDS "CONFIRMATION" TO 
LOAD SERVER 



LOAD SERVER UPDATES ITS DATABASE 
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FIG. 15C 
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870 



LOAD SERVER SENDS "CONFIRMATION" MESSAGE TO 
CABLE HEAD END SERVER 




r 


CABLE HEAD END SERVER PASSES "CONFIRMATION" 
MESSAGE TO BANK SERVER 
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892 



BANK SERVER REGISTERS "CONFIRMATION" MESSAGE 



(^END 



LOAD REQUEST EDITED SYNTACTICALLY AND LOGGED 
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1 

LOAD SERVER PARSES LOAD RE 
PROCESSES EACH C 


QUEST INTO COMPONENTS AND 
OMPONENT IN TURN 
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LOAD REQUEST COMPONENTS PASSED TO HOST SECURITY 

MODULE 



896 



897 



HOST SECURITY MODULE VERIFIES CARD SIGNATURE, 
GENERATES SECURITY CARD SIGNATURE, "LOAD" COMMAND 



HOST SECURITY MODULE SENDS MERCHANT CARD 
SIGNATURE AND "LOAD" COMMAND TO LOAD SERVER 
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879 



FIG. 15D 
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FIG. 16A 



Q BY 



EGIN CABLE PROVIDER PURCHAS 
BY USER WITH STORED VALUE CARD 
(see FIGURE 4) 




USER ACQUIRES AND ADDS VALUE TO A SMART CARD 



USER ACCESSES CABLE HEAD END SERVER 



USER INSERTS CARD IN CARD READER AT SET-TOP BOX 



USER SELECTS GOODS AND/OR SERVICES FOR PURCHASE 
FROM CABLE HEAD END 



USER RECEIVES TOTAL SALE AND SELECTS "PURCHASE 
WITH SMART CARD" 



CABLE TELEVISION PAYMENT AND LOAD SYSTEM 
PROCESSES ORDER 



USER SMART CARD DEBITED AND USER RECEIVES 
"DEBITED" MESSAGE FROM CABLE HEAD END MODULE 
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1104 



1106 



1108 



1110 



1112 



1114 



USER RECEIVES CONFIRMATION OF SALE FROM CABLE 
HEAD END SERVER AND RECEIVES DOWNLOADED 
INFORMATION OR RECEIPT FOR GOODS AND/ OR SERVICES 
TO BE RENDERED 



1116 



CABLE PROVIDER RECEIVES PAYMENT TO BANK ACCOUNT 
BY WAY OF INFORMATION FROM CABLE HEAD END 
PAYMENT SERVER 
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1070 



BEGIN LOAD VALUE ONTO SMART CARD 



USER SELECTS LOAD VALUE OPTION FROM A LOADING 
SITE VIA CABLE HEAD END 



SET-TOP BOX READS-CARD BALANCE, ETC., AND SENDS 
TO LOAD SERVER 



I 



1071 



1072 



1073 



LOAD SERVER DETERMINES MAXIMUM LOAD VALUE AND 
CHECKS FUNDS IN PRE-FUNDED ACCOUNT 



I 



LOAD SERVER SENDS PAGE OF INFORMATION TO CABLE HEAD 

END INCLUDING: MAXIMUM LOAD VALUE, CURRENCY, IP 
ADDRESS OF LOAD SERVER. TRANSACTION IDENTIFIER. BANK 
IDENTIFIER, SESSION KEY 



I 



SEND THE PAGE TO THE SET-TOP BOX AND REQUEST 
AMOUNT TO BE LOADED FROM USER 



I 



PRE-FUNDED ACCOUNT DEBITED BY LOAD VALUE 



I 



SET-TOP BOX INTERACTS WITH SMART CARD IN READER AND 
SENDS RESULT OF INTERACTION TO CABLE HEAD END 
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1088 



1075 



1076 



1089 



CABLE HEAD END BUILDS LOAD REQUEST MESSAGE 



CABLE HEAD END ACCESSES LOAD SERVER USING IP ADDRESS 



CABLE HEAD END SENDS LOAD REQUEST MESSAGE TO 
LOAD SERVER 



I 



LOAD SERVER PROCESSES LOAD REQUEST 



FIG. 17A 
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FIG. 17B 




1070 



LOAD SERVER SENDS "LOAD" COMMAND WITH SECURITY 
MODULE SIGNATURE TO CABLE HEAD END SERVER 
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CABLE HEAD END SENDS THE "LOAD" COMMAND WITH 
SECURITY MODULE SIGNATURE TO SET-TOP BOX 



I 



1080 



1093 



SET-TOP BOX PASSES "LOAD" COMMAND TO CARD WHICH 
LOADS ITSELF BY LOAD VALUE AND GENERATES CARD 

SIGNATURE 



I 



1081 



CARD SENDS "LOAD SUCCESS" AND CARD SIGNATURE TO 

SET-TOP BOX 



SET-TOP BOX SENDS THE "LOAD SUCCESS" AND CARD 
SIGNATURE TO CABLE HEAD END SERVER 



I 



CABLE HEAD END SENDS "LOAD SUCCESS" MESSAGE AND 
CARD SIGNATURE TO LOAD SERVER 
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1094 



1083 



LOAD SERVER PROCESSES AND DIRECTS RECEIVED RESPONSE 
TO HOST SECURITY MODULE 
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HOST SECURITY MODULE VERIFIES CARD SIGNATURE 
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HOST SECURITY MODULE SENDS "CONFIRMATION" TO 
LOAD SERVER 



T 



LOAD SERVER UPDATES ITS DATABASE 
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FIG. 17C 
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1070 



LOAD SERVER SENDS "CONFIRMATION" MESSAGE TO 
GABLE HEADEND SERVER-- 



CABLE HEAD END PASSES "CONFIRMATION" MESSAGE TO 

USER 
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LOAD REQUEST EDITED SYNTACTICALLY AND LOGGED 



1095 



1 

LOAD SERVER PARSES LOAD RE 
PROCESSES EACH C 
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QUEST INTO COMPONENTS AND 
OMPONENT IN TURN 






LOAD REQUEST COMPONENTS PASSED TO SECURITY MODULE 



HOST SECURITY MODULE VERIFIES CARD SIGNATURE, 
GENERATES SECURITY CARD SIGNATURE, "LOAD" COMMAND 
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1098 



HOST SECURITY MODULE SENDS MERCHANT CARD 
SIGNATURE AND "LOAD" COMMAND TO LOAD SERVER 
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FIG. 17D 
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